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Resource Protection Measures: 
Clean Equipment 

1. Equipment and clothing shall be cleaned before entering Project units. Equipment will be 
considered clean when visual inspection of tires, tracks, and underbody do not reveal soil, seeds, 
plant material, or other such debris. Disassembly of equipment components or specialized 
inspection equipment is not required. 

Borax Application 
1. Stumps will be treated with a Cell-u-Treat or Borax fungicide to prevent the spread of root 

disease. It should be applied in a uniform coating and at a rate of one pound per 50 square feet 
of stump surface.  

• All stumps > 3” diameter within 300 feet of roads, infrastructure, and campgrounds  
• All stumps > 14” diameter throughout the entire Project area 

2. Application shall follow all State and Federal rules and regulations as they apply to this fungicide 
application. 

3. A borax fungicide should be applied within 4 hours of stump creation. It will not be applied on 
rainy days, or within 200 feet of running or standing water. 

4. A dye will be added during application to the stumps. 

Nesting Raptor Surveys & Limiting Operating Period (LOP)  
1. Nesting raptor surveys will occur two weeks and 48 hours before for each unit is planned to 

start when work occurs between January 1 – August 31. No known nests are known within the 
Project area, these surveys will potentially identify new, active, raptor nests.  

2. If an active nest is identified during these surveys, a 330 – 660-foot buffer around the nest may 
be applied and no work would be allowed within this buffer until after August 31 or after 
biologist has cleared the nest. This area will be flagged in the field, flagging TBD. 

3. Once LOP is lifted, Contractors will be required to complete work within the buffer. 

Mountain and Jeffrey Pine Beetle  
1. (LP1 ONLY) June 15 – Sept 15: To prevent the spread of pine beetle to remaining leave trees, all 

live pine logs will be treated using one of the two methods: 
• processed to remove bark 75 % of the bark from the log (preferred) 
• hauled off-site by the end to a final destination within one week of the log being cut.  

2. (All Units) Before June 15 & after Sept 15: To prevent the spread of pine beetle to remaining 
leave trees, all trees with active beetle infestation will be treated using one of the two 
methods: 

• processed to remove bark 75 % of the bark from the log (preferred) 
• hauled off-site by the end to a final destination within one week of the log being cut.  

Invasive Plants  
Goal within invasive plant polygons is to mitigate spread outside of these polygons. Polygons will be 
flagged in the field prior to work start, flagging color TBD. 

1. JP1/JP2 Invasive Plant Polygon:  
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• No skidding or equipment can move outside of this polygon, all material within this 
polygon must get pulled south towards Helipad Road. 

• All equipment must be cleaned prior to entry and before moving to any other part of 
the Project area. 

2. All other Invasive Plant Polygons: No temporary roads, landings, or staging areas. Skidding 
allowed with consultation with PM/INF. 

Control Areas  
1. Control Areas will be designated on contract maps and flagged on the ground. 
2. Control area types:  

a. Hand Thinning Only, No Piling: Hand thinning only permitted. No piling within ATP 
unless approved in writing by PM. Directionally feel trees away from control area. 
Flagged with orange and white striped flagging. 

b. No Skidding, Rubber Tired Equipment Only, No Piling: Minimize new ground 
disturbance. Directionally fell trees away from the control area. Felled trees may be 
removed by hand-carrying material or by using rubber-tired equipment which can fully 
suspend trees. Use of other non-ground disturbing methods must be approved by the 
COR in writing. No tracked equipment, endlining, or skidding allowed within control 
area. No piling within control area unless approved by PM in writing. Slash and chipped 
material may be dispersed in control area to treatment specifications. Flagged with 
TDB.  

3. Road maintenance activities will occur within the existing roadway only. Any road maintenance 
requests within control areas that are outside of the existing roadway must be approved in 
writing by the PM. 

4. If an inadvertent discovery of a protected resource is made during project implementation, the 
discovery area shall be protected and all work in the vicinity shall cease until a specialist can 
assess the find. 

Stream Courses and Protection Zones 
1. Prior to a large storm event (50-percent chance of 2 inches of water equivalent or greater in a 

24-hour period as predicted by NOAA), the contract administrator will review Project BMPs in 
place during implementation and notify the Forest/Project hydrologist if additional BMPs are 
necessary to disconnect runoff from surface water. 

Infrastructure: 
Infrastructure 

1. See Table 1 below for a list of infrastructure and restrictions within the Project area.  
2. The Contractor will be financially responsible for any damages to infrastructure. Contractor will 

pay for time and materials for any damage. 
3. Activity generated slash will be cleared from paved roads, unpaved roads, trails, the MUPs, 

campsites, parking areas, and Shady Rest Park upon completion of a unit and returned to near 
original condition as practical.  
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Table 1: Project Infrastructure and Restrictions 

Infrastructure 
Operational 
Restrictions 

Piling Restrictions 
*spacing based on pile size Notes 

Ormat - well pads 
Must keep access available for 
vehicle entry at all times 

No piling within 50 (machine 
pile) - 100 feet (landing pile) 

Adjacent areas can be used 
as landing/decking 
locations 

Ormat - pipeline 
Directionally fell away from 
pipeline No piling within 50 feet   

SCE utility lines 
Utility line certification required 
within 150 feet 

No piling within 100 (machine 
pile) - 200 feet (landing pile) 

Select trees for removal that 
have been delimbed or 
topped for SCE operations 

SCE power poles Same as above 
No piling within 100 (machine 
pile) - 200 feet (landing pile) Same as above 

Paved roads 
No tracked equipment, no 
skidding No piling within 25-50 feet   

Unpaved roads 
No skidding along or across 
unpaved roads No piling within 5 - 25 feet   

Trails 
Minimize crossings, rehab trail 
once work is completed No piling within 5 - 25 feet   

Multi-Use Pathways 
(MUPs) 

No equipment on MUPs unless 
approved in writing by PM No piling within 5 - 25 feet   

Disc Frisbee Golf Course 

Leave trees will be marked with 
yellow slashes and butt marks. 
Contractors will not cut these 
unless approved by the PM in 
writing. 

No piling within 50 feet fairway 
or tees/pads (tees/pads will be 
marked with stakes and flagging 
prior to Project)   

Shady Rest Park 
No tracked equipment, no 
skidding No piles with JP5a 

MUPs, fence, building, and 
playground within this unit. 

CDT Fiber Optic - 
cable/lines No restrictions No piling within 15 feet 

Markers indicate field 
location, cable is buried 3-4 
feet underground. Can call 
811 DIG prior to work for 
further marking. 

CDT Fiber Optic - vaults No equipment within 10 feet. No piling with 25 feet 

Outside project areas, only 
one indicated by two 
white/orange markers 
above ground. 

 

Road Maintenance 
1. Contractor is responsible for road maintenance, a road maintenance package will be included in 

the RFP.  

Traffic Control 
1. Contractor is responsible for traffic control when falling trees within 1.5 times the strike 

distance of any open trail or road. Traffic control will adhere to INF standards outlined in 
Guidelines for Operations. Traffic stops shall not last more than 30 minutes.  

Infrastructure Rehabilitation  
1. Where main skid trails intersect with un-paved trails, Contractor will backblade main skid trails 

and use slash to disguise the skid trail and reestablish trails as needed.  
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