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Exhibit F: 
TIMBER REMOVAL SPECIFICATIONS 

Shady Rest Forest Health Project 
 
F.A1 – Location and Area, 

 
   This  
   Stewardship  
   Project Area of: 
 

 
557.3 acres 

 
   acres more or less  
   are located in:  

 
 T3S R27E Sec 25, 26 

 
F.A2 – Quantity Estimate and Utilization Standards,  

Species Product 
Estimated 
Quantity  

Unit of 
Measure* 

Minimum Specifications 
Merchantable Tree Piece Required to be Removed 
Diameter 

Breast 
High 

(d.b.h.) 
 

(inches) 

Number 
of 

Minimum 
Pieces 

per Tree 

Length 
 

(feet) 

Diameter 
Inside 
Bark at 

Small End 
 

(inches) 

Net 
Merch. 
Factor 

1/ 
 

Jeffrey Pine Sawtimber 23,704.96 Green Tons 10 1 10 6 12 
Lodgepole Pine Sawtimber 2,286.68 Green Tons 10 1 10 6 16 

White Fir Sawtimber 5,280.34 Green Tons 10 1 10 6 12 
Timber Subject to Agreement 

Total Quantity  31,271.98       
1/ Enter Merchantability Factor (Merch. Factor) or Net Scale in % of Gross Scale, whichever is appropriate. 
* Pounds Per Cubic Foot for Jeffrey Pine = 68 lbs. and Lodgepole = 55 lbs. Board Feet Per Cubic Foot Ratio = 4.89 (sawtimber only). 
 
F.A3 – Timber Designations, acres are approximate: 
 Number  Acres  

Clearcutting Units  (F.B2.31)     
Overstory Removal Units  (F.B2.33)     
Understory Removal Units  (F.B2.34)     
Individual Trees  (F.B2.35)     
Incompletely Measured Payment Units  (F.B2.36)     
Designation by Prescription  13 Units  557.3  

 
F.A4 – Timber Payment Rates, applicable to F.BT3.1 
 
 
F.A4a – Scaled Rates 

Payment 
Unit Acres 

   

Unit of 
Measure 

Rates per Unit of Measure 

Species Product Quantity 

Bid 
Minimum 

$ 
Bid 
$ 

JP1 44.7 Jeffrey Pine Sawtimber 2319.38 Green Tons 0.01  
White Fir Sawtimber 99.23 Green Tons 0.01  

JP2 132.2 Jeffrey Pine Sawtimber 6701.84 Green Tons 0.01  
White Fir Sawtimber 293.48 Green Tons 0.01  

JP3 45.6 Jeffrey Pine Sawtimber 2121.17 Green Tons 0.01  
White Fir Sawtimber 101.23 Green Tons 0.01  

JP4 31.3 Jeffrey Pine Sawtimber 1464.78 Green Tons 0.01  
White Fir Sawtimber 69.48 Green Tons 0.01  

JP5a 2.4 Jeffrey Pine Sawtimber 124.53 Green Tons 0.01  
White Fir Sawtimber 5.33 Green Tons 0.01  

Jeffrey Pine Sawtimber 411.43 Green Tons 0.01  
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JP5b 10.4 White Fir Sawtimber 23.09 Green Tons 0.01  

JP6 55.6 Jeffrey Pine Sawtimber 2703.35 Green Tons 0.01  
White Fir Sawtimber 123.43 Green Tons 0.01  

JP7 79.9 
Jeffrey Pine Sawtimber 4145.82 Green Tons 0.01  

White Fir Sawtimber 177.37 Green Tons 0.01  

DMC1 23.7 

Jeffrey Pine Sawtimber 729.03 Green Tons 0.01  
Lodgepole Pine Sawtimber 15.53 Green Tons 0.01  

White Fir Sawtimber 855.38 Green Tons 0.01  

DMC2 33.2 

Jeffrey Pine Sawtimber 1021.25 Green Tons 0.01  
Lodgepole Pine Sawtimber 21.76 Green Tons 0.01  

White Fir Sawtimber 1198.25 Green Tons 0.01  

DMC3 21.3 

Jeffrey Pine Sawtimber 655.20 Green Tons 0.01  
Lodgepole Pine Sawtimber 13.96 Green Tons 0.01  

White Fir Sawtimber 768.76 Green Tons 0.01  

DMC4 40 

Jeffrey Pine Sawtimber 1217.83 Green Tons 0.01  
Lodgepole Pine Sawtimber 26.21 Green Tons 0.01  

White Fir Sawtimber 1443.67 Green Tons 0.01  

LP1* 37.1 
Jeffrey Pine Sawtimber 89.35 Green Tons 0.01  

Lodgepole Pine* Sawtimber 2209.22 Green Tons 0.01  
White fir Sawtimber 121.64 Green Tons 0.01  

* 450 GT of Lodgepole Pine may be decked within the unit for later public fuelwood collection instead of hauling to a final 
destination 
 
F.A4b – Tree Measurement Rates 

Payment 
Unit Acres 

   

Unit of 
Measure 

Rates per Unit of Measure 

Species Product Quantity 

Bid 
Minimum 

$ 
Bid 
$ 

        
 
F.A5 – High Stumps, 

Payment Unit Species Product 
Maximum Stump Height 

(inches) 
All Units All Species All Products 8 

 
F.A7 – Specified Roads, 

Name and Date of Governing Road Specifications:  

Project Design 
Class 

Approx. 
Length 
(mile) 

Sheet Numbers 
and 

Approval Date 

Performance Responsibility 

Survey Design 
Const. 

Staking 1/ Road No. Name 
        
1/ Indicate timing, i.e., before clearing (BC) or after clearing (AC). 
 

F.A7a – Road Maintenance Requirements Summary 
 
 
 
 
 
 
 
 
 
 
 



From T-801 T-802 T-803 T-804 T-805 T-806 T-807 T-808 T-809 T-810 T-811 T-812 T-813 T-814
03S08 - - 0.6 - p p p
03S08 - - 1.2 - p p p p
03S08J - - 0.2 - p p p
03S08L - - 0.2 - p p p
03S08M - - 0.4 - p p p p
03S08N - - 0.1 - p p p p
03S08P - - 0.1 - p p p
03S08Q - - 0.1 - p p p
03S08R - - 0.1 - p p p p
03S08S - - 0.1 - p p p
03S121A - - 0.4 - p p p
03S122 - - 0.6 A p p p
03S25 - - 0.5 - p p p
03S25 - - 0.1 - p p p

03S25H - - 0.1 - p p p
03S25J - - 0.2 A p p p
03S25K - - 0.3 - p p p
03S25L - - 0.1 - p p p
03S25M - - 0.2 A p p p
03S25N - - 0.2 A p p p
03S25P - - 0.1 - p p p
03S25P - - 0.1 R p p p
03S25Q - - 0.1 - p p p
03S25R - - 0.0 - p p p
03S35 - - 2.4 - p p p p p p

03S35A - - 0.7 - p p p
03S35B - - 0.2 - p p p
03S35C - - 0.1 - p p p
03S35C 0.2 - p p p
03S35D - - 0.1 - p p p
03S35D 0.1 R p p p
03S35E - - 0.2 R p p p
03S35E - - 0.3 - p p p p p
03S35F - - 0.2 - p p p
03S35G - - 0.2 - p p p p p
03S35J - - 0.5 - p p p
03S35K - - 0.7 - p p p
03S36 - - 0.4 - p p p p

03S36B - - 0.3 - p p p p
03S49 - - 0 - p p p p
03S49 - - 0.2 A p p p
03S49 - - 0.2 A p p p

03S49A - - 0.2 A p p p

Road            To Miles Use Limit.
Applicable T-800 Specifications
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Pre-Haul Requirements

   Refer to A7b and T-specifications below.



From T-801 T-802 T-803 T-804 T-805 T-806 T-807 T-808 T-809 T-810 T-811 T-812 T-813 T-814
03S08 - - 0.6 - p
03S08 - - 1.2 - p
03S08J - - 0.2 - p
03S08L - - 0.2 - p
03S08M - - 0.4 - p
03S08N - - 0.1 - p p
03S08P - - 0.1 - p
03S08Q - - 0.1 - p
03S08R - - 0.1 - p
03S08S - - 0.1 - p
03S121A - - 0.4 - p
03S122 - - 0.6 A p
03S25 - - 0.5 - p
03S25 - - 0.1 - p

03S25H - - 0.1 - p
03S25J - - 0.2 A p
03S25K - - 0.3 - p
03S25L - - 0.1 - p
03S25M - - 0.2 A p
03S25N - - 0.2 A p
03S25P - - 0.1 - p
03S25P - - 0.1 R p
03S25Q - - 0.1 - p
03S25R - - 0.0 - p
03S35 - - 2.4 - p p p

03S35A - - 0.7 - p
03S35B - - 0.2 - p
03S35C - - 0.1 - p
03S35C 0.2 - p
03S35D - - 0.1 - p
03S35D 0.1 R p
03S35E - - 0.2 R p
03S35E - - 0.3 - p p p
03S35F - - 0.2 - p
03S35G - - 0.2 - p p p
03S35J - - 0.5 - p
03S35K - - 0.7 - p
03S36 - - 0.4 - p

03S36B - - 0.3 - p
03S49 - - 0 - p p
03S49 - - 0.2 A p
03S49 - - 0.2 A p

03S49A - - 0.2 A p

Road            To Miles Use Limit.
Applicable T-800 Specifications

During Haul Requirements
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   Refer to A7b and T-specifications below.



From T-801 T-802 T-803 T-804 T-805 T-806 T-807 T-808 T-809 T-810 T-811 T-812 T-813 T-814
03S08 - - 0.6 - p
03S08 - - 1.2 - p p
03S08J - - 0.2 - p
03S08L - - 0.2 - p
03S08M - - 0.4 - p p
03S08N - - 0.1 - p p
03S08P - - 0.1 - p
03S08Q - - 0.1 - p
03S08R - - 0.1 - p p
03S08S - - 0.1 - p p
03S121A - - 0.4 - p
03S122 - - 0.6 A p
03S25 - - 0.5 - p
03S25 - - 0.1 - p

03S25H - - 0.1 - p
03S25J - - 0.2 A p
03S25K - - 0.3 - p
03S25L - - 0.1 - p p
03S25M - - 0.2 A p
03S25N - - 0.2 A p
03S25P - - 0.1 - p
03S25P - - 0.1 R p
03S25Q - - 0.1 - p p
03S25R - - 0.0 - p
03S35 - - 2.4 - p p p p

03S35A - - 0.7 - p
03S35B - - 0.2 - p
03S35C - - 0.1 - p
03S35C 0.2 - p
03S35D - - 0.1 - p
03S35D 0.1 R p
03S35E - - 0.2 R p
03S35E - - 0.3 - p p p
03S35F - - 0.2 - p
03S35G - - 0.2 - p p p
03S35J - - 0.5 - p
03S35K - - 0.7 - p
03S36 - - 0.4 - p p

03S36B - - 0.3 - p p
03S49 - - 0 - p p
03S49 - - 0.2 A p
03S49 - - 0.2 A p

03S49A - - 0.2 A p

Road            To Miles Use Limit.
Applicable T-800 Specifications

                   5 | Page
ESCCRP Shady Rest – Forest Health 2026 Project 

Exhibit F: Timber Removal & Road Maintenance

Post Haul Requirements

   Refer to A7b and T-specifications below.
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F.A7b – Use of Roads by Contractor, Use of existing roads identifies on stewardship Project Area Map by the following 
codes is prohibited or subject to restrictive limitations, unless agreed to otherwise: 
 

Code Use Limitations 
X Hauling prohibited 
R Hauling restricted 
U Unsuitable for hauling prior to completion of agreed reconstruction 
P Use prohibited 
A Public use restriction 
W Regulation waiver 

 
Roads coded A will be signed by the Forest Service to inform the public of use restrictions.  
 
F.A8 – Scaling Instructions and Specifications,  
 

 
Name and Date of Governing    
Instructions: 

 
FSH 2409.11a, National Forest Cubic Log Scaling Handbook, 
as amended and supplemented.  Governing instructions for 
products contained in E.2. 

  
 
 
 

B2.0—TIMBER SPECIFICATIONS  
 
B2.1 Included Timber. “Included Timber” consists of:  
B2.11 Standard Timber. Live and dead trees and portions thereof that meet Utilization Standards under B2.2 and are 
designated for cutting under B2.3.  
 
B2.12 Substandard Timber. Live and dead trees that: (a) Do not meet Utilization Standards and (b) Are located in 
Clearcutting Units or are otherwise designated for cutting.  
 
B2.13 Damaged Timber.  
 
B2.131 Damaged by Contractor. Undesignated live trees meeting Utilization Standards that are damaged by Contrac-
tor in logging and are subsequently Marked before Contractor has completed skidding or yarding operations in the 
immediate area. By agreement, such trees may be left without charge if their removal would cause undue damage or 
be grossly uneconomic.  
 
B2.132 Negligent or Willful Damage. Undesignated timber meeting Utilization Standards and unnecessarily damaged 
or negligently or willfully cut by Contractor, if included by Contracting Officer.  
 
B2.134 Minor Damage by Natural Causes. Undesignated trees within Sale Area and meeting Utilization Standards, 
in amounts less than specified in B8.22, that become insect infested, windthrown, suffer serious damage, or die, as 
designated by agreement.  
 
B2.14 Unintentionally Cut Timber. Trees, within or immediately adjacent to Sale Area, not designated for cutting 
under B2.3 but that are cut through mistake by Contractor, when included by Contracting Officer.  
B2.16 Other Material. Species or products not listed on Page 1, upon written approval of Contracting Officer under 
B3.41.  
 
B2.2 Utilization and Removal of Included Timber. “Utilization Standards” for trees and minimum pieces are stated 
on Page 1. To meet minimum tree specifications, trees must equal or exceed tree diameters listed on Page 1 and 
contain at least one minimum piece. Except for timber required or authorized to be left, Contractor shall fell and buck 
such trees and shall remove from Sale Area and present for Scaling all pieces that: (a) Meet minimum piece standards 
on Page 1 or (b) Do not meet such standards, but would have qualified as part of minimum pieces if bucking lengths 
were varied to include such material. 
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B2.3 Timber Designations. Timber designated for cutting shall be confined to Sale Area, except as provided in B2.131, 
B2.14, B2.32, and B5.1. The boundaries of Clearcutting Units, Overstory Removal Units, and Understory Removal Units 
were plainly Marked on ground before timber sale advertisement and are shown on Sale Area Map. Boundary trees 
shall not be cut. The approximate acreage of timber designations is stated on Page 1.  
 
B2.31 Clearcutting Units. All trees that meet Utilization Standards within “Clearcutting Units” are designated for cutting.  
 
B2.32 Clearing. All timber is designated for cutting that is within the clearing limits of authorized clearings. All dead or 
unstable live trees are designated for cutting that are sufficiently tall to reach Contractor’s landings or the roadbed of 
roads when Marked in advance of felling of timber in the immediate vicinity. Pieces meeting Utilization Standards from 
such dead or unstable live trees shall be removed, unless there is agreement that to do so could damage the road. 
 
 
B2.33 Overstory Removal Units. All trees within “Overstory Removal Units” are designated for cutting when they meet 
Utilization Standards and equal or exceed the diameter limits shown on Sale Area Map.  
 
B2.34 Understory Removal Units. All trees within “Understory Removal Units” are designated for cutting when they 
meet Utilization Standards and are smaller than the diameter limits shown on Sale Area Map.  
 
B2.35 Individual Trees. All trees to be cut, other than in the units described in B2.31, B2.32, B2.33, and B2.34, are 
Marked or designated by description. Trees are “Marked” when individually designated by Forest Service with paint 
marks above and below stump height. Sale Area Map indicates areas plainly identified on the ground where leave trees 
are Marked to be left uncut.  
 
B2.37 Minor Changes. Within Sale Area, minor adjustments may be made in boundaries of cutting units or in the timber 
individually Marked for cutting when acceptable to Contractor and Forest Service.  
 
B2.4 Volume Estimate. The estimated volumes of timber by species designated for cutting under B2.3 and expected 
to be cut under Utilization Standards are listed on Page 1. The estimated volumes stated on Page 1 are not to be 
construed as guarantees or limitations of the timber volumes to be designated for cutting under the terms of this contract.  
 
B3.0—RATES OF PAYMENT 
 
B3.1 Current Contract Rates. Included Timber that is removed by Contractor and presented for Scaling in the product 
form stated in A2 shall be paid for at Current Contract Rates determined under this Section. “Current Contract Rates” 
shall be (a) Flat Rates and (b) Tentative Rates adjusted by the escalation procedures in B3.2. Flat Rates and Tentative 
Rates shall be those listed in A4, unless superseded by rates redetermined under B3.3 or established for Contract Term 
Extension. In addition, Re- quired Deposits shall be made as listed in A4, C5.32, and C6.816, or established under B3.3 
or B8.23. 

In the event Termination Date is adjusted under B8.21 or B8.212, Current Contract Rates shall be contin- ued 
in the same manner as immediately prior to the ad- justment period. 

Notwithstanding B8.23, Current Contract Rates for timber cut and removed from Sale Area that remains un- 
scaled after Termination Date, as adjusted or extended, shall be Current Contract Rates in effect on Termination Date. 
“Current Contract Value” is the sum of the products of Current Contract Rates and estimated remaining un- scaled 
volumes by species of Included Timber meeting Utilization Standards. 
 

B3.4 Other Payment Rates. 
B3.41 Material Not in A2. Incidental amounts of products or portions of trees of species listed in A2 that 

do not meet Utilization Standards may be removed without charge. Such material may be purposely removed in 
more than incidental amounts without charge upon written approval of Contracting Officer, and subject to agreement 
on deposits if needed for road maintenance and use. 
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Other species or products not listed in A2 may be cut and removed upon written approval of Contracting 
Officer and subject to agreement on rates of payment and deposits if needed for road maintenance and use. 

When any material suitable for use in a product form included in A2 is removed in another product form, the 
rates of payment shall be not less than but approximately equivalent to Current Contract Rates and Required De- 
posits. 

B3.42 Timber Cut Through Mistake. Undesig- nated timber meeting Utilization Standards, cut by Pur- 
chaser through mistake and included by Contracting Offi- cer under B2.14, shall be removed and paid for at Cur-
rent Contract Rates and Required Deposits, unless such ma- terial is not listed in A2. In such event, Contracting 
Offi- cer, in accord with standard Forest Service methods, shall establish rates to be paid. 

B3.43 Designated Timber Cut But Not Re- moved. Standard timber shall be removed, as provided in 
B2.2, prior to acceptance of subdivision for completion of logging under B6.36. There shall be no charge when: 

(a) The leaving of incidental material is justified un- der existing conditions, including those under B6.4, or 
(b) Cut timber is left by option or requirement, as un- der B2.31, B2.32, and B6.4. 

B3.44 Undesignated Timber Damaged Without Negligence. Undesignated timber meeting Utilization 
Standards, damaged without negligence by Contractor and designated by Forest Service under B2.131, shall be 
cut, removed, and paid for at Current Contract Rates and Required Deposits. 

B3.45 Undesignated Timber Unnecessarily Damaged or Negligently or Willfully Cut. Undesignated 
timber meeting Utilization Standards and unnecessarily damaged or negligently or willfully cut by Contractor, if in- 
cluded by Contracting Officer under B2.132, shall be cut, removed, and paid for at Current Contract Rates and 
Re- quired Deposits that are in addition to liquidated damages under B3.46. 

If such timber is of a species or size not listed in A2 or is of a quality different from designated timber, Contract- 
ing Officer shall establish payment rates in accord with standard Forest Service methods. 

B3.46 Liquidated Damages. Unnecessary damage to or negligent or willful cutting of undesignated tim-
ber, as described in B3.45, on portions of Sale Area cut over under this contract is likely to cause substantial 
silvicultural or other damage to the National Forest. It will be difficult, if not impossible, to determine the amount 
of such damage. Therefore, Contractor shall pay as fixed, agreed, and liquidated damages an amount equivalent 
to the amount payable at Current Contract Rates. If designated by Contracting Officer, Contractor shall remove 
such damaged or cut timber and pay for it at Current Contract Rates. 

 
B4.0—PAYMENTS 

B4.1 Amount Payable for Timber. Current Contract Rates and Required Deposits in effect when the timber is 
Scaled shall be applied to the Scaled volume to deter- mine the amount Contractor shall pay. 

B4.2 Timber Sale Account. “Timber Sale Account” is an account maintained by Forest Service of all Pur- 
chaser’s deposits, credits, payment guarantees, and the charges for: 

(a) Timber at Current Contract Rates; 
(b) Slash disposal, road maintenance, and contract scaling at Required Deposit rates; 
(c) Cooperative work at rates established by specific agreement under B4.218; and 
(d) Other charges provided in this contract. 
Cash deposits shall be recorded currently in such ac- count. 
Charges for timber cut shall be made when Forest Service prepares and furnishes to Contractor periodic state-

ments of volume and value of timber cut and Scaled. Charges subject to escalation under B3.2 shall be made 
initially on the basis stated in B4.214 and shall be ad- justed at the end of each calendar quarter, as provided in 
B3.2. 

 
 
B5.0—TRANSPORTATION FACILITIES 
 
B5.1 Authorization. Contractor is authorized to construct and maintain roads, bridges, and other transportation facili-
ties, as needed for harvesting Included Timber  
on National Forest and other lands where Forest Service has such authority. As used in this contract “construct” includes 
“reconstruct.” Location and construction of Specified Roads shall be in accordance with B5.2. Unless otherwise provided 
herein, construction may be progressive during this contract. Maintenance shall be governed by B5.3. The location and 
clearing widths of all Temporary Roads or facilities shall be agreed to in writing before construction is started. “Tempo-
rary Roads” are roads other than Specified Roads that are constructed by Contractor for the purpose of harvesting 
Included Timber. Contractor is authorized to cut and use for construction without charge construction timber designated 
by agreement.  
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B5.11 Requirements of Rights-of-Way. Contractor’s road construction and use of rights-of-way identified in attached 
list or C5.11 shall be confined to rights-of-way and limited by the related easements and stipulations, if any, unless 
Contractor makes other arrangements that will not infringe upon or adversely affect the grantee’s rights. Easements or 
right-of-way documents are available in the offices of the Forest Supervisor and District Ranger.  
 
B5.12 Use of Roads by Contractor. Except as provided herein, Contractor is authorized to use existing  
National Forest system roads and Specified Roads listed in A7, when Forest Service determines that such use will not 
cause damage to the roads or National Forest resources. If Contractor’s use of an existing temporary or National Forest 
system road, not listed in A7, cannot be satisfactorily accommodated without reconstruction, Contractor shall be au-
thorized to use such road upon agreement as to the minimum reconstruction work that Contractor shall perform before 
hauling. When appropriate, such road shall be included in A7 as an alternate facility under B5.26. C5.12 lists existing 
roads shown on Sale Area Map that for such reasons as limitations in structural capacity, safety, and protection of soil, 
water, and roads: (a) Cannot be used for log hauling or (b) May be used only under the restrictive limitations stated 
therein.  
 
B5.2 Specified Roads. “Specified Roads” are roads, including related transportation facilities and appurtenances, 
shown on Sale Area Map and listed in A7. Contractor shall construct Specified Roads used  
under this contract. Construction initiated by Contractor on any such Specified Road shall be completed to an agreed 
terminus that meets Contractor’s needs and prevents unnecessary impact on National Forest resources. Construction 
to such terminus shall be in full accordance with Plans and specifications and the  
Schedule of Items identified in A7 or specifications attached hereto, except for agreed adjustments needed  
to accommodate such terminus. The "Schedule of Items" is a list and description of construction items, quantities, units 
of measure, methods of measurement, unit price, and total amount. Forest Service shall revise the Schedule of Items 
to show the estimated cost for the portion constructed to the revised terminus as a separate segment. A Temporary 
Road shall not be constructed substantially on the location for a Specified Road, except by agreement. In event of 
agreed substitution or revision of construction design, specifications, or performance responsibility under B5.212, B5.25, 
B5.26, or C5.215, A7 shall be modified. If Contractor does not need a Specified Road or a portion of a Specified Road 
for harvesting Included Timber and the Specified Road is not constructed, the deletion of the road or road segment will 
be a mutually agreed Design Change and Timber Sale Account will be adjusted for the reduction in cost, as provided 
in B5.25. References in the contract to specifications, standards, or test methods adopted by the American Association 
of State Highway and Transportation Officials (AASHTO), American Society for Testing and Materials (ASTM), General 
Services Administration (GSA), or other recognized national technical associations shall mean specifications, stand-
ards, or test methods, including interim or tentative issues, that are in effect on the date of timber sale advertisement. 
 
B5.3 Road Maintenance. Contractor shall maintain roads, commensurate with Contractor’s use, in accordance with 
Road Maintenance Requirements in C5.31 and the Road Maintenance Specifications. Performance of road mainte-
nance work by Contractor may be required prior to, during, or after each period of use. The timing of work accomplish-
ment shall be based on Contractor’s Operating Schedule under B6.31. When two or more commercial users are simul-
taneously using the same road where Forest Service is not requiring maintenance deposits, the commercial users will  
develop maintenance responsibilities and arrangements for accomplishing the work. Forest Service must agree to this 
plan. If the commercial users cannot agree on maintenance responsibilities, Forest Service shall resolve the differences. 
If Contractor elects to use different roads than those listed in C5.31, Forest Service shall determine Contractor’s com-
mensurate share of road maintenance and revise road maintenance deposits in C5.32. If Forest Service cannot perform 
its full commensurate share of road maintenance, Forest Service shall make a cash payment to Contractor for perfor-
mance of such work. Unless agreed in writing, prehaul maintenance shall be completed on any portion of road prior to 
hauling on that portion. Maintenance, as used in this contract, does ot include road reconstruction or repairs of an 
extraordinary nature. 
 

B6.0—OPERATIONS 

B6.1 Representatives. Unless otherwise agreed, Contractor shall designate, in writing, a representative who 
is authorized to receive notices in regard to perform- ance under this contract and take related action. In no case 
shall Contractor designate any representative to this contract who is currently debarred, proposed for debar- ment, 
or suspended by the Federal Government. Pur- chaser’s representative shall provide a copy of the con- tract to 
Contractor’s field supervisor and persons author- ized to assume responsibilities in the field supervisor’s absence. 
Prior to initial operations and after shutdowns of 10 days or more, Contractor’s representative shall notify Forest 
Service 2 days, excluding weekends and Federal holidays, before any operations begin on Sale Area. 
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Contractor’s representative shall designate, in writing, a field supervisor, one of whose responsibilities shall 
be on-the-ground direction and supervision of Contractor’s Operations. The field supervisor shall be readily avail-
able to the area of operations when operations are in progress and shall be authorized to receive notices in regard 
to performance under this contract and take related action. The responsibilities of the field supervisor shall include 
the safeguarding of National Forest resources and per- formance within the terms of the contract. Contractor rep- 
resentative will furnish Forest Service with names of per- sons authorized to assume responsibilities in field super- 
visor’s absence. Such delegations may be made a part of Contractor’s annual Operating Schedule under B6.31. 

Unless Contracting Officer designates another Forest Service representative and notifies Contractor in writing, 
 

the District Ranger is the representative of Forest Ser- vice. Forest Service representative shall: 
(c) Receive notice in regard to performance under this contract, 
(c) Take action in relation to this contract, and 
(c) Be readily available to the area of construction and logging operations. 
Contracting Officer or Forest Service representative shall designate other on-the-ground representatives in 

writing along with their specific contractual responsibilities and authority. Representatives with authority delegated 
in writing are the only Forest Service personnel authorized to provide notice or take related actions under the con- 
tract. Such delegation shall be made within 30 days of re- ceipt of Contractor’s Plan of Operations. 

B6.11 Notices. Notices by either party as to ac- tion taken or to be taken by the other respecting this con- 
tract shall be made in writing to the other party’s desig- nated representative. 

B6.2 Improvements. Contractor is authorized to con- struct on National Forest land, buildings, facilities, and 
other improvements needed to log Included Timber. Such construction shall be located where approved in writing 
by Forest Service and shall be constructed and used in a manner that will protect National Forest values. 

Contractor shall comply with the rules and regulations governing the operation of premises that are occupied 
and shall perform the contract in a manner that will not in- terrupt or interfere with the conduct of Forest Service 
business. 

Forest Service shall grant written permission before any camp, quarry, borrow pit, storage, or service area, 
other than as shown on Plans, is opened or operated on National Forest land or administered lands. A camp is in- 
terpreted to include the campsite or trailer parking area of any employee agent, contractor, Subcontractor or their 
employees or agents working on the project for Pur- chaser. Such permission, if granted, shall be without charge 
to Contractor. 

B6.21 Removal. Unless Forest Service author- izes continued use, Contractor shall remove or dispose of 
all improvements when no longer needed. Should Pur- chaser fail to remove or dispose of improvements within 6 
months after Termination Date, Forest Service may dis- pose of improvements at Contractor’s expense under B9.5 
or may, upon written notice to Contractor, assume ti- tle to improvements in the name of the United States. In the 
latter event, Contractor shall not be required to re- move such improvements. 

B6.22 Protection of Improvements. So far as practicable, Contractor shall protect Specified Roads and 
other improvements (such as roads, trails, telephone lines, ditches, and fences): 

(c) Existing in the operating area, 
(c) Determined to have a continuing need or use, 

and 
(c) Designated on Sale Area Map. 
Contractor shall keep roads and trails needed for fire protection or other purposes and designated on Sale Area 

Map reasonably free of equipment and products, 
 

slash, and debris resulting from Contractor’s Operations. Contractor shall make timely restoration of any such im- 
provements damaged by Contractor’s Operations and, when necessary because of such operations, shall move 
such improvements, as specified in C6.22. 

B6.221 Protection of Improvements Not Owned by Forest Service. Forest Service will notify all 
utility companies, or other parties affected, and make ar- rangements for all necessary adjustments of the public 
utility fixtures, pipelines, and other appurtenances likely to be affected by Contractor’s Operations. 

When Contractor’s Operations are adjacent to proper- ties of railway, telephone, or power companies, or other 
property, work shall not begin until Contractor has identi- fied actions necessary to prevent damage. 

Contractor shall cooperate with the owners of any un- derground or overhead utility lines in their removal 
and/or rearrangement operations in order that these operations may progress in a reasonable manner, utility 
duplication or rearrangement work may be reduced to a minimum, and services shall not be unnecessarily inter-
rupted. 
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In the event of interruption to utility services because of accidental breakage or as a result of lines being ex- 
posed or unsupported, Contractor shall promptly notify the proper authority and shall cooperate with that authority 
in the restoration of service until the service is restored. 

When materials are to be hauled across the tracks of any railway, Forest Service will make arrangements with 
the railroad for the use of any existing crossing or for any new crossing required. Contractor shall make arrange- 
ments for use of alternate crossings. All construction work to be performed by Contractor on the railroad right-of-
way shall not damage railroad company’s property. 

B6.222 Protection of Property. In construc- tion and reconstruction of Specified Roads, Contractor 
shall not unnecessarily remove, deface, injure, or destroy trees, shrubs, or other natural features, unless specifi-
cally authorized. To the extent practicable, Contractor shall confine operations to within the clearing limit or other 
ar- eas designated in the contract and prevent the depositing of rocks, excavated materials, stumps, or other 
debris outside these limits. 

Material that falls outside these limits shall be re- trieved, disposed of, or incorporated in the work to the ex- 
tent practicable and necessary to protect adjacent re- source values, unless otherwise agreed. 

B6.23 Protection of Land Survey Monuments. Forest Service shall appropriately designate on the 
ground all known survey monuments, section corners, and other corner accessories. Forest Service shall post 

identifying signs on two sides of each known bearing tree. Forest Service shall arrange protective or per- petua-
tive action that does not cause unnecessary delay to Contractor in authorized clearings, such as Clearcutting 
Units and road construction, and in other instances where damage to monuments, section corners, and other 

corner 
accessories is unavoidable. 

Contractor shall protect all known survey monuments, witness corners, reference monuments, and bearing 
trees against avoidable destruction, obliteration, or damage 

 
during Contractor’s Operations. If any known monuments, corners, or accessories are destroyed, obliterated, or 
damaged by Contractor’s Operations, Contractor shall hire the appropriate county surveyor or a registered land sur- 
veyor to reestablish or restore at the same location the monuments, corners, or accessories. Such surveyors shall 
use procedures in accordance with the Bureau of Land Management “Manual of Instructions for the Survey of the 
Public Lands of the United States” for General Land Office surveys and in accordance with State law for others. 
Contractor shall record such survey in appropriate county records. 

B6.24 Protection Measures Needed for Plants, Animals, Cultural Resources, and Cave Resources. 
(d) Areas, known by Forest Service prior to timber sale advertisement, needing special measures for the 

protection of plants, animals, cultural resources, and/or cave resources are shown on Sale Area Map and/or iden- 
tified on the ground, and shall be treated as follows: 

(iv) Unless agreed otherwise, wheeled or track lay- ing equipment shall not be operated in areas identified 
as needing special measures except on roads, landings, tractor roads, or skid trails approved under B5.1 or B6.422. 
Contractor may be required to backblade skid trails and other ground disturbed by Contractor’s Opera- tions within 
such areas in lieu of cross ditching required under B6.6. Additional special protection measures needed to protect 
such known areas are identified in C6.24. 

(iv) Unless agreed otherwise, trees will not be felled into areas identified as needing special measures. 
(iv) Contractor shall conduct operations in a manner that does not damage or disturb identified areas. In 

the event that protective measures identified by the Forest Service are for any reason inadequate, Contracting 
Officer may delay or interrupt Contractor’s operations, under this Contract, and/or modify this Contract pursuant to 
B8.33. 

(iv) Contractor shall immediately notify the Forest Service if its operations disturb or damage any area 
identified as needing special protection, and shall immediately halt its operations in the vicinity of such area until 
the Forest Service authorizes continued operations. In the event that Contractor's operations disturb or damage an 
area identified as needing special protection, then Contractor shall reimburse the Forest Service for the full cost 
and expense of any evaluative and remedial measures undertaken by the Forest Service in connection with such 
disturbance or damage. Such payment shall not relieve Contractor from civil or criminal liability under applicable 
law. 

(d) Nothing contained in this Subsection shall establish, or be deemed to establish any express or implied 
warranty on the part of the Forest Service (i) that the Forest Service has identified all areas within the Sale Area 
requiring special protection, or (ii) that measures prescribed by the Forest Service for protection of such areas are 
adequate. 

(d) Following sale advertisement, additional areas needing  special  measures  for  protection  may  be 
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discovered or identified; protective measures may be revised or newly prescribed; and, additional species of plants 
and/or animals may be added to federal lists of protected species. In such event, Contracting Officer may delay 
or interrupt Contractor’s operations, under this Contract, and/or modify this Contract pursuant to B8.33. 

(d) Discovery, by either the Contractor or the Forest Service, of additional areas, resources, species, 
or members of species needing special protection shall be promptly reported to the other party. 

B6.3 Control of Operations. Under this contract, “Contractor’s Operations” shall include activities of or use 
of equipment of Contractor, Contractor’s employees, agents, contractors, Subcontractors, or their employees or 
agents, acting in the course of their employment in op- erations hereunder on National Forest system lands or 
within Forest Service protection boundary (unless acting under the immediate supervision of Forest Service). 

Contractor’s Operations shall be conducted in a workmanlike and orderly manner. The timing of required 
Forest Service designation of work on the ground and the performance of other Forest Service work shall not be 
such as to cause unnecessary delay to Contractor. 

B6.31 Operating Schedule. Contractor shall, be- fore commencing operations, provide in writing an an-
nual Operating Schedule of anticipated major activities and needs for logging Included Timber, such as logging, 
road maintenance, Scaling, and road construction, including construction staking under B5.212 and material de-
livery under B5.22. Upon reasonable notice to Forest Service, such schedule shall be subject to modifications 
necessi- tated by weather, markets, or other unpredictable circum- stances. 

Subject to B6.6 and when the requirements of B6.66 are met, Contractor’s Operations may be conducted out- 
side Normal Operating Season. “Normal Operating Sea- son” is the period(s) beginning and ending on the dates 
stated in A16 of any year. 

B6.311 Plan of Operations. For timber sales with 2 or more years between award date and Termina- 
tion Date, within 60 days of final award of contract, Pur- chaser shall furnish Forest Service a written general Plan 
of Operations that shall be in addition to the annual Oper- ating Schedule required under B6.31. The Plan of 
Opera- tions shall set forth planned periods for and methods of road construction, timber harvesting, and comple-
tion of slash disposal, erosion control measures, and other contractual requirements. Forest Service written ap-
proval of the Plan of Operations is prerequisite to commence- ment of Contractor’s Operations. Contractor may 
revise this Plan of Operations when necessitated by weather, markets, or other unpredictable circumstances, 
subject to approval of Contracting Officer. In the event of delays be- yond the control of Contractor that qualify for 
Contract Term Adjustment, the Plan of Operations shall be ad- justed by mutual agreement to accommodate the 
ad- justed contract period. 

B6.312 Plan of Operations for Road Con- struction. Annually, prior to start of construction, Pur- 
chaser shall submit a supplement to the Plan of Opera- 

 
tions that shall include a schedule of proposed progress and a description of planned measures to be taken to 
provide erosion control for work in progress, including special measures to be taken on any segments of con- 
struction not Substantially Completed prior to periods of seasonal precipitation or runoff. Contractor shall submit a 
revised schedule when Contractor proposes a significant deviation from the progress schedule. 

Prior to beginning construction on any portion of Specified Roads identified as sensitive on Plans, Pur- chaser 
and Forest Service shall agree on proposed method of construction. 

B6.32 Protection of Residual Trees. Pur- chaser’s Operations shall not unnecessarily damage young 
growth or other trees to be reserved. 

B6.33 Safety. Contractor’s Operations shall facilitate Forest Service’s safe and practical inspection of Con-
tractor’s Operations and conduct of other official duties on Sale Area. Contractor has all responsibility for compliance 
with safety requirements for Contractor's employees. 

In the event that Contracting Officer identifies a conflict between the requirements of this contract or agreed 
upon methods of proceeding hereunder and State or Federal safety requirements, the contract shall be modified 
and Contractor may request an adjustment in Current Contract Rates to compensate for the changed conditions. 

Unless otherwise agreed in writing, when Contractor’s Operations are in progress adjacent to or on Forest 
Service controlled roads and trails open to public travel, Contractor shall furnish, install, and maintain all temporary 
traffic controls that provide the user with adequate warning of hazardous or potentially hazardous conditions asso-
ciated with Contractor’s Operations. Contractor and Forest Service shall agree to a specific Traffic Control Plan for 
each individual project prior to commencing operations. Devices shall be appropriate to current conditions and shall 
be covered or removed when not needed. Except as otherwise agreed, flagmen and devices shall be as specified 
in the “Manual on Uniform Traffic Control Devices for Streets and Highways” (MUTCD) and as shown on Plans, 
Sale Area Map, Traffic Control Plan, or in specifications attached hereto. 

B6.34 Sanitation and Servicing. Contractor shall take all reasonable precautions to prevent pollution of 
air, soil, and water by Contractor’s Operations. If facilities for employees are established on Sale Area, they shall 
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be operated in a sanitary manner. In the event that Contractor’s Operations or servicing of equipment result in 
pollution to soil or water, Contractor shall conduct cleanup and restoration of the polluted site to the satisfaction of 
Forest Service. 

Contractor shall maintain all equipment operating on Sale Area in good repair and free of abnormal leakage of 
lubricants, fuel, coolants, and hydraulic fluid. Contractor shall not service tractors, trucks, or other equipment on 
National Forest lands where servicing is likely to result in pollution to soil or water. Contractor shall furnish oil- 
absorbing mats for use under all stationary equipment or 

 
equipment being serviced to prevent leaking or spilled petroleum-based products from contaminating soil and 
water resources. Contractor shall remove from National Forest lands all contaminated soil, vegetation, debris, 
vehicle oil filters (drained of free-flowing oil), batteries, oily rags, and waste oil resulting from use, servicing, repair, 
or abandonment of equipment. 

B6.341 Prevention of Oil Spills. If Contractor maintains storage facilities for oil or oil products on 
Sale Area, Contractor shall take appropriate preventive measures to ensure that any spill of such oil or oil products 
does not enter any stream or other waters of the United States or any of the individual States. 

If the total oil or oil products storage exceeds 1,320 gallons in containers of 55 gallons or greater, Contractor 
shall prepare a Spill Prevention Control and Countermeasures Plan. Such plan shall meet applicable EPA require-
ments (40 CFR 112), including certification by a registered professional engineer. 

Contractor shall notify Contracting Officer and appropriate agencies of all reportable (40 CFR 110) spills of oil 
or oil products on or in the vicinity of Sale Area that are caused by Contractor’s employees agents, contractors, 
Subcontractors, or their employees or agents, directly or indirectly, as a result of Contractor’s Operations. Con-
tractor will take whatever initial action may be safely accomplished to contain all spills. 

B6.342 Hazardous Substances. Contractor shall notify the National Response Center and Contract-
ing Officer of all releases of reportable quantities of hazardous substances on or in the vicinity of Sale Area that 
are caused by Contractor’s employees, agents, contractors, Subcontractors, or their employees or agents, directly 
or indirectly, as a result of Contractor’s Operations, in accordance with 40 CFR 302. 

B6.35 Equipment Cleaning. (a) Areas, known by Forest Service prior to timber sale advertisement, that 
are infested with invasive species of concern are shown on Sale Area Map. A current list of invasive species of 
concern and a map showing the extent of known infestations is available at the Forest Supervisor’s Office. For 
purposes of this provision, “Off-Road Equipment” includes all logging and construction machinery, except for log 
trucks, chip vans, service vehicles, water trucks, pickup trucks, cars, and similar vehicles. 

(d) Contractor shall adhere to the following requirements with regard to cleaning “Off-Road Equip-
ment”: 

(v) Prior to moving Off-Road Equipment onto the Sale Area, Contractor shall identify the location of 
the equipment's most recent operation. Contractor shall not move any Off-Road Equipment that last operated in 
an area infested with one or more invasive species of concern onto Sale Area without having cleaned such equip-
ment of seeds, soil, vegetative matter, and other debris that could contain or hold seeds, and having notified Forest 
Service, as provided in (iii). If the location of prior operation cannot be identified, then Contractor shall assume 
that the location is infested with invasive species of concern. 

 
(v) Prior to moving Off-Road Equipment from a cutting unit that is shown on Sale Area Map to be infested 

with invasive species of concern to, or through any other area that is shown as being free of invasive species of 
concern, or infested with a different invasive species, Contractor shall clean such equipment of seeds, soil, vege-
tative matter, and other debris that could contain or hold seeds, and shall notify the Forest Service, as provided in 
(iii). 

(v) Prior to moving any Off-Road Equipment subject to the cleaning requirements set forth above, Con-
tractor shall advise Forest Service of its cleaning measures and make the equipment available for inspection. Forest 
Service shall have 2 days, excluding weekends and Federal holidays, to inspect equipment after it has been made 
available. After satisfactory inspection or after such 2 day period, Contractor may move the equipment as planned. 
Equipment shall be considered clean when a visual inspection does not disclose seeds, soil, vegetative matter, and 
other debris that could contain or hold seeds. Contractor shall not be required to disassemble equipment unless so 
directed by the Forest Service after inspection. 

(v) If Contractor desires to clean Off-Road Equipment on National Forest land, such as at the end of a 
project or prior to moving to, or through an area that is free of invasive species of concern, Contractor shall obtain 
prior approval from Contracting Officer as to the location for such cleaning and measures, if any, for controlling 
impacts. 

(v) Contracting Officer may order delay, interruption, or modification of this Contract pursuant to B8.33. 
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(d) Nothing contained in this Section shall be interpreted as creating any warranty on the part of the Forest 
Service that all locations of invasive species of concern have been described herein, elsewhere in this Contract, or 
designated on the ground. Following sale advertisement, additional locations may be described or designated, and 
other species may be added to the list of invasive species of concern. In such event, Contracting Officer may order 
delay, interruption, or modification of this Contract pursuant to B8.33. 

(d) The parties shall promptly communicate with one another with respect to description or designation of 
additional locations; discovery of locations of new species or new infestation; and, addition of species to the list of 
invasive species of concern. 

B6.36 Acceptance of Work. Upon Contractor’s written request and assurance that work has been com- 
pleted, Forest Service shall perform an inspection within 5 days, excluding weekends and Federal holidays, so as 
not to delay unnecessarily the progress of Contractor’s Operations. Such a request may be for acceptance of: 

(c) Any reasonable portion of Specified Road listed in the Schedule of Items; 
(c) Specific requirements on a subdivision of Sale Area (such as logging, slash disposal, erosion control, 

or snag felling); or 
 

(c) All contract requirements on a subdivision of Sale Area. 
Forest Service may perform such inspections without request from Contractor. 
Within 2 days of inspection, excluding weekends and Federal holidays, Forest Service shall furnish Contractor 

with written notice either of acceptance or of work remain- ing to be done. 
In the event that Forest Service is unable to make such inspection within 5 days of Contractor’s request, 

Contractor shall be notified in writing of necessity for postponement and time when inspection can be made. The 
same final approval procedure shall be used at the end of Contractor’s construction period on any completed 
portion of road. 

When all contractual work of Contractor has been ac- cepted for any subdivision of Sale Area or cutting unit 
identified on Sale Area Map, subdivision or cutting unit shall be eliminated from Sale Area on written notice of ei- 
ther party to this contract. 

B6.361 Acceptance of Specified Roads. Specified Road work may be accepted subject to comple-
tion of clearing work that does not affect the road structure when completion is delayed for reasons beyond control 
of Contractor, such as adverse weather. 

Specified Road work may be accepted subject to completion of planting and seeding for soil stabilization when 
completion is delayed for reasons beyond control of Contractor, such as seasonal limitations. Contractor shall 
complete planting or seeding on such road during the next suitable planting season. 

Specified Road work may be conditionally accepted prior to the application of dust palliatives when application 
is not necessary to prevent dusting of the road surface due to climatic conditions. Contractor shall apply dust 
palliative on such roads prior to use during periods when dusting may occur. 

Prior to request for final inspection, Specified Road work, roadways, borrow pits, and quarries, occupied and 
no longer needed by Contractor in connection with Contractor’s Operations, shall be cleared of all rubbish, excess 
materials, and temporary structures. 

B6.4 Conduct of Logging. Unless otherwise specifi- cally provided herein, Contractor shall fell trees desig- 
nated for cutting and shall remove the portions that meet Utilization Standards, as provided in B2.2, prior to accep- 
tance of subdivision for completion of logging under B6.36. Forest Service may make exceptions for occa- sional 
trees inadvertently not cut or trees or pieces not removed for good reason, including possible damage to forest 
resources or gross economic impracticability at the time of removal of other timber. Logging shall be con- ducted 
in accordance with the following, unless C6.4 pro- visions set forth requirements to meet special or unusual logging 
conditions: 

B6.41 Felling and Bucking. Felling shall be done to minimize breakage of Included Timber and dam- 
age to residual timber. Unless agreed otherwise, felling shall be done by saws or shears. Bucking shall be done 
to permit removal of all minimum pieces set forth in A2. 

 
Contractor may buck out cull material when necessary to produce pieces meeting Utilization Standards. Such 
bucked out material shall contain a minimum amount of sound wood, not in excess of the net scale in percentage 
of gross scale, or based on the merchantability factor, whichever is stated in A2. If necessary to assess extent of 
defect, Contractor shall make sample saw cuts or wedges. 

B6.411 Felling in Clearings. Insofar as ground conditions, tree lean, and shape of clearings per- mit, 
trees shall be felled so that their tops do not extend outside Clearcutting Units, construction clearings, and ar- eas 
of regeneration cutting. 
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B6.412 Stump Heights. Stumps shall not exceed, on the side adjacent to the highest ground, the 
maximum heights set forth in A6, except that occasional stumps of greater heights are acceptable when Contractor 
determines that they are necessary for safe and efficient conduct of logging. Unless otherwise agreed, Contractor 
shall re-cut high stumps so they will not exceed heights specified in A6 and shall dispose of severed portions in the 
same manner as other logging debris. The stump heights shown in A6 were selected with the objective of maximum 
reasonable utilization of the timber, unless Sale Area Map shows special areas where stump heights are lower for 
aesthetic, land treatment, or silvicultural rea- sons. 

B6.413 Bucking Lengths. Trees shall be bucked in various lengths to obtain the greatest utilization of 
material meeting Utilization Standards. 

B6.414 Limbing. When Forest Service de- termines it is necessary to minimize damage to the resid- 
ual stand during skidding, Contractor shall cut exposed limbs from products prior to skidding. Contractor may leave 
uncut those limbs that cannot be cut with reason- able safety. 

B6.42 Skidding and Yarding. Methods of skid- ding or yarding specified for particular areas, if any, are 
indicated on Sale Area Map. Outside Clearcutting Units and construction clearings, insofar as ground conditions 
permit, products shall not be skidded against reserve trees or groups of reproduction and tractors shall be equipped 
with a winch to facilitate skidding. 

B6.421 Rigging. Insofar as practicable, needed rigging shall be slung on stumps or trees desig- nated 
for cutting. 

B6.422 Landings and Skid Trails. Location of all landings, tractor roads, and skid trails shall be agreed 
upon prior to their construction. The cleared or excavated size of landings shall not exceed that needed for efficient 
skidding and loading operations. 

B6.423 Skidding on Roads. Products may be skidded on permanent roads authorized for hauling 
under B5.12 only by prior written agreement. 

B6.424 Arches and Dozer Blades. Unless otherwise specified in C6.424, skidding tractors equipped 
with pull-type arches or dozer blades wider than tractor width or C-frame width, whichever is greater, shall not be 
used in residual timber outside Clearcutting Units and other authorized clearings, except on constructed tractor 

 
roads or landings, unless there is written agreement that residual timber will not be damaged materially by such 
use. 

B6.5 Streamcourse Protection. “Streamcourses” that are subject to provisions of this Section are shown on 
Sale Area Map. Unless otherwise agreed, the following measures shall be observed to protect Streamcourses: 

(d) Contractor’s Operations shall be conducted to prevent debris from entering Streamcourses, except 
as may be authorized under paragraph (d). In event Pur- chaser causes debris to enter Streamcourses in amounts 
that may adversely affect the natural flow of the stream, water quality, or fishery resource, Contractor shall remove 
such debris as soon as practicable, but not to exceed 2 days, and in an agreed manner that will cause the least 
disturbance to Streamcourses. 

(d) Culverts or bridges shall be required on Tempo- rary Roads at all points where it is necessary to 
cross Streamcourses. Such facilities shall be of sufficient size and design and installed in a manner to provide 
unob- structed flow of water and to minimize damage to Streamcourses. Trees or products shall not be otherwise 
hauled or yarded across Streamcourses unless fully sus- pended. 

(d) Wheeled or track-laying equipment shall not be operated in Streamcourses, except at crossings 
desig- nated by Forest Service or as essential to construction or removal of culverts and bridges. 

(d) Flow in Streamcourses may be temporarily di- verted only if such diversion is necessary for Con-
tractor’s planned construction and Forest Service gives written au- thorization. Such flow shall be restored to the 
natural course as soon as practicable and, in any event, prior to a major storm runoff period or runoff season. 

B6.6 Erosion Prevention and Control. Contractor’s Operations shall be conducted reasonably to minimize 
soil erosion. Equipment shall not be operated when ground conditions are such that excessive damage will result. 
Contractor shall adjust the kinds and intensity of erosion control work done to ground and weather condi- tions 
and the need for controlling runoff. Erosion control work shall be kept current immediately preceding ex- pected 
seasonal periods of precipitation or runoff. 

If Contractor fails to do seasonal erosion control work prior to any seasonal period of precipitation or runoff, 
Forest Service may temporarily assume responsibility for the work and any unencumbered deposits hereunder 
may be used by Forest Service to do the work. If needed for such work, Contractor shall make additional deposits 
on request by Forest Service. Any money deposited or used for this purpose shall be treated as cooperative 
deposits under B4.218. 

B6.61 Meadow Protection. Reasonable care shall be taken to avoid damage to the cover, soil, and wa- 
ter in meadows shown on Sale Area Map. Vehicular or skidding equipment shall not be used on meadows, ex- 
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cept where roads, landings, and tractor roads are ap- proved under B5.1 or B6.422. Unless otherwise agreed, 
trees felled into meadows shall be removed by endlining. 

 
Resulting logging slash shall be removed where neces- sary to protect cover, soil, and water. 

B6.62 Wetlands Protection. Wetlands requiring protection under Executive Order 11990 are shown on 
Sale Area Map. Vehicular or skidding equipment shall not be used in such wetlands, except where roads, landings, 
and tractor roads are approved under B5.1 or B6.422. Additional measures needed to protect such areas are pro-
vided in C6.62. 

B6.63 Temporary Roads. As necessary to attain stabilization of roadbed and fill slopes of Temporary 
Roads, Contractor shall employ such measures as out- sloping, drainage dips, and water-spreading ditches. 

After a Temporary Road has served Contractor’s pur- pose, Contractor shall give notice to Forest Service and 
shall remove bridges and culverts, eliminate ditches, out- slope roadbed, remove ruts and berms, effectively block 
the road to normal vehicular traffic where feasible under existing terrain conditions, and build cross ditches and 
water bars, as staked or otherwise marked on the ground by Forest Service. When bridges and culverts are re- 
moved, associated fills shall also be removed to the ex- tent necessary to permit normal maximum flow of water. 

B6.631 Temporary Roads to Remain Open. To maintain short term access to portions of Sale Area 
for post-sale treatments and other purposes after a Tempo- rary Road has served Contractor’s purpose, pursuant 
to B6.63, Contractor agrees, that on Temporary Roads des- ignated on Sale Area Map as “Remain Open,” to con- 
struct cross ditches and water bars, as designated, staked, or otherwise directed by Forest Service, that can be 
traversed by a normal two-wheel drive pickup truck. On “Remain Open” Temporary Roads, all bridges and culverts 
shall remain in place and ditches shall not be eliminated. All drainage structures shall be left in func- tional condition. 

B6.64 Landings. After landings have served Contractor’s purpose, Contractor shall ditch and slope them 
to permit water to drain or spread. Unless agreed otherwise, cut and fill banks around landings shall be sloped to 
remove overhangs and otherwise minimize ero- sion. 

B6.65 Skid Trails and Fire Lines. Contractor shall construct cross ditches and water-spreading ditches 
on tractor roads and skid trails, where staked or otherwise marked on the ground by Forest Service. Forest Service 
shall designate cross ditching on Contractor-built fire lines prior to or during construction. By agreement, Contractor 
may use other comparable erosion control measures, such as backblading skid trails, in lieu of cross ditching. 

B6.66 Current Operating Areas. Where logging or road construction is in progress but not completed, 
unless agreed otherwise, Contractor shall, before opera- tions cease annually, remove all temporary log culverts 
and construct temporary cross drains, drainage ditches, dips, berms, culverts, or other facilities needed to control 
erosion. 

Such protection shall be provided, prior to end of a Normal Operating Season, for all disturbed, unprotected 
ground that is not to be disturbed further prior to end of 

 
operations each year, including roads and associated fills, tractor roads, skid trails, and fire lines. When weather 
permits operations after Normal Operating Season, Pur- chaser shall keep such work on any additional disturbed 
areas as up to date as practicable. 

B6.67 Erosion Control Structure Maintenance. During the period of this contract, Contractor shall pro-
vide maintenance of soil erosion control structures constructed by Contractor until they become stabilized, but not 
for more than 1 year after their construction. Contracting Of- ficer may agree to perform such structure mainte-
nance under B4.218, if requested by Contractor, subject to agreement on rates. Contractor shall not be responsi-
ble for repair of such structures damaged by other National Forest users whose activities are not a part of Pur- 
chaser’s Operations. 

B6.7 Slash Disposal. Contractor’s timing of product removal and preparatory work shall not unnecessarily 
de- lay slash disposal. Specific slash disposal measures to be employed by Contractor are stated in C6.7 and are 
in ad- dition to Required Deposits for slash disposal. 

B6.8 Scaling. “Scaling,” as used herein, involves: 
(c) Various volume determination methods, such as log rule, sampling, measuring, linear measuring, 

counting, weighing, or another method or combination of methods; 
(c) Various sites, such as truck Scaling stations, rollways, weighing stations, woods landings, water 

Scal- ing stations, or other sites; and 
(c) Various geographic locations. 

B6.81 Scaling Services. Scaling services shall be performed by Forest Service personnel or parties 
under contract to Forest Service, except that weighing services may be performed by personnel or parties ap-
proved by Forest Service. Scaling shall be provided in accordance with the instructions and specifications in A9. 
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Scalers shall be currently certified to perform accurate Scaling services. The Scaling services provided shall be 
selected exclusively by Forest Service. 

Scaling services may be Continuous, Intermittent, or Extended. “Continuous Scaling Services” is Scaling at 
one site five (5) 8-hour shifts a week, exclusive of Sundays and Federal holidays. “Intermittent Scaling Services” 
are non-continuous Scaling services. “Extended Scaling Services” are Scaling services exceeding Continuous 
Scaling Services and may include Sundays and designated Federal holidays. 

Upon written request of Contractor and approval of Contracting Officer, Forest Service may provide other 
services, such as but not limited to grading, tagging, or marking of Scaled logs. 

B6.811 Scaling Location. Forest Service shall provide Scaling services at the Scaling site(s) shown 
in A10. The Scaling site(s) shown in A10 normally will be a non-exclusive site where more than one National 
Forest timber sale Contractor may be served. 

Contractor may request, in writing, an alternate Scal- ing site, such as at a private mill yard, private truck ramp, 
or a privately operated log transfer facility. Contracting Of- ficer may approve an alternate Scaling site, when Con- 
tracting Officer determines that Scaling conditions at an 

 
alternate site are acceptable. Such conditions shall in- clude at a minimum: 

(d) Scaler safety and comfort, 
(d) Product accountability and security, 
(d) Facilities and practices conducive to accurate and independent Scaling, and 

(d) The ability to provide for remote check Scaling. Upon approval of an alternate Scaling site, Forest 
Service and Contractor shall enter into a written memo- randum of agreement governing Scaling at that alternate 
location. Contractor agrees that Forest Service personnel or persons under contract with Forest Service shall per- 
form Scaling services at an alternative Scaling site. In no instance shall Contractor or employees of Contractor per- 
form Scaling services. 

B6.812 Scaling Adjustments. Forest Service shall check the accuracy of the Scaling performed on 
National Forest logs. Scaling will be satisfactory if performed within the accuracy standards stated in governing 
instructions identified in A9. In the event Forest Service check Scale(s) shows a variance in net Scale in excess of 
the allowable variance, an adjustment to volume reported Scaled may be made by Forest Service. 

Such adjustment will be based on the difference between Forest Service check Scale(s) and original Scale for 
sale volume Scaled within the adjustment period. The volume to which this difference will be applied will be: 

(c) One-half of the volume Scaled between the last satisfactory check Scale and the first unsatisfactory 
check Scale or, if a period of 120 days or more occurs without Scaling National Forest timber for stumpage, the 
adjustment will be applied to 100 percent of the volume Scaled after this period and 

(c) 100 percent of the volume Scaled between unsatisfactory check Scales and 
(c) One-half of the volume Scaled between the last unsatisfactory check Scale and the next satisfactory 

check Scale, or if no satisfactory check Scale is completed and a period of 120 days or more occurs without Scaling 
of National Forest timber for stumpage, the adjustment will be applied to 100 percent of the volume Scaled since 
the last unsatisfactory check Scale. 

Adjustments may increase or decrease the original Scaled volume. Adjustments will be applied to Timber Sale 
Account to correct charges for Included Timber, plus deposits, Scaled during the adjustment period. 

B6.813 Delayed or Interrupted Scaling Services. In the event Scaling services are delayed or inter-
rupted, Contractor shall discontinue hauling. Contractor agrees that in the event such a delay or interruption occurs 
for reasons not caused by Contractor, its sole and exclusive remedy shall be: 

(b) Contract Term Adjustment and 
(b) Out-of-Pocket Expenses incurred as a direct result of the delay or interruption of Scaling services under 

this Item. 
Contractor further agrees that no logs will be presented for Scaling outside agreed upon Scaling services sched-

ule. 
 

B6.814 Weighing Services. Weighing ser- vices for stumpage payment purposes may be provided 
by either public or privately owned and operated weighing facilities. A “Weighing Services Agreement,” approved 
by the Forest Supervisor, must be executed at each weigh- ing facility providing weighing services. 

Scales used to weigh National Forest products for payment purposes must be a currently certified scale in 
accordance with State law and be capable of weighing the entire load of logs in a single operation. The weighing 
of less than the entire load or weighing two loads at once is prohibited. Unless otherwise agreed, the minimum 
sized weighing facility shall be a 60-ton capacity scale with a 10 foot by 70 foot platform or larger. The weigh- 
master must work in a position where it is possible to ver- ify that the truck wheels are on or off the scales. 
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Weighing facilities shall meet the following minimum requirements: 
(h) Be an electronic design, 
(h) Use electronic load cells or have a fully enclosed and sealed weigh-beam, 
(h) Have digital weight meters sealed with a seal ap- proved by the State, 
(h) Have a zero interlocking device on the printer, 
(h) Have an automatic zero-setting mechanism, 
(h) Have an automatic motion-detecting device, 
(h) Be shielded against radio or electromagnetic in- terference, and 
(h) Have a date and time stamp and gross and tare weights that print electronically with each weighing. 

Con- tracting Officer may waive electronic printing for public or third party weighing facilities. 
Contractor shall bear all charges or fees for weighing services. 

B6.82 Presentation for Scaling. Contractor shall present products so that they may be Scaled in an eco- 
nomical and safe manner. If prior to Scaling, Included Timber is to be mixed with other timber, Contractor shall, 
prior to mixing, provide for distinguishing, by means ap- proved by Forest Service, each product included in this 
contract. 

Trees or pieces presented for Scaling that have not been bucked to separate material meeting minimum piece 
standards from material not meeting minimum piece standards due to diameter, shall be Scaled as though such 
bucking had been done. 

Deductions made for rot, check, or other defects re- sulting from abnormal delay in Scaling caused by Pur- 
chaser shall be recorded separately and charged to Tim- ber Sale Account under B3.47. 

Any timber that has been removed from Sale Area during the period of this contract, but remains unscaled 
after Termination Date, shall be Scaled at the earliest rea- sonable date. 

B6.83 Scaling Other Products. The Scaled vol- ume of material presented for Scaling in forms other 
than those stated in A2, when appropriate, shall be converted to the A2 unit of measure by the application of 
standard converting factors and procedures in effect at the time the 

 
sale was sold. Other converting factors may be used by written agreement. 

B6.84 Accountability. When Scaling is performed away from Sale Area, products shall be accounted for 
in accordance with Forest Service written instructions or an Accountability Agreement between Forest Service and 
Contractor and as follows: 

(g) Contractor shall plainly mark or otherwise identify products prior to hauling in accordance with B6.842; 
(g) Forest Service shall issue removal receipts to Contractor; 
(g) Contractor shall assign a competent individual at the landing to complete removal receipts and attach 

them to each load of products removed from Sale Area; 
(g) Removal receipts shall be returned to Forest Service at periodic intervals; 
(g) When products are in transit, the truck driver shall possess or display removal receipt and show it upon 

request as evidence of authority to move products; 
(g) The scaler’s portion of removal receipt shall be surrendered at point of Scaling, the unloading point, or 

as requested by Forest Service; and 
(g) Contractor shall notify Forest Service of lost or off-loaded logs and their location within 12 hours of such 

loss. 
Contractor shall not place products in storage for deferred Scaling until an accountability system has been 

agreed to in writing for a stated period. 
B6.841 Route of Haul. As part of the annual Operating Schedule, Contractor shall furnish a map show- 

ing the route of haul over which unscaled products will be transported from Sale Area to the approved Scaling loca- 
tion. Such route of haul shall be the shortest, most eco- nomical haul route available between the points. 

Upon advance written agreement, other routes may be approved. All unscaled products removed from Sale 
Area shall be transported over the designated routes of haul. Contractor shall notify Forest Service when a load of 
products, after leaving Sale Area, will be delayed for more than 12 hours in reaching Scaling location. 

Contractor shall require truck drivers to stop, if re- quested by Forest Service, for the following reasons: 
(b) For accountability checks when products are in transit from Sale Area to the designated Scaling location 

or 
(b) For a remote check Scale when products are in transit after being truck Scaled at the designated Scal-

ing location. 
Contractor and Forest Service shall agree to locations for accountability checks and remote check Scales in 

advance of haul. Such locations shall be established only in areas where it is safe to stop trucks. 
Forest Service shall notify Contractor of the methods to be used to alert truck drivers of an impending stop. 
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B6.842 Product Identification. Before removal from Sale Area, unless Contracting Officer determines 
that circumstances warrant a written waiver or adjustment, Contractor shall: 

 
(b) Hammer brand all products that are eight (8) feet or more in length and one-third (1/3) or more 

sound, on each end that is seven (7) inches or more in diameter. 
(b) West of the 100th meridian, paint with a spot of highway-yellow paint all domestic processing prod-

ucts that are eight (8) feet or more in length and one-third (1/3) or more sound, on each end that is seven (7) 
inches or more in diameter. Each paint spot must be not less than three (3) square inches in size. 

Contracting Officer shall assign brands and, if Sale Area is within a State that maintains a log brand register, 
brands shall be registered with the State. Contractor shall use assigned brand exclusively on logs from this sale 
un- til Contracting Officer releases brand. Contractor will fur- nish and apply highway-yellow paint of a lasting 
quality (oil-base or equivalent). 

All hammer brands and/or highway-yellow paint must remain on logs until they are domestically processed. 
Contractor shall replace identifying marks if they are lost, removed, or become unreadable. Contractor may re- 
manufacture products into different log lengths. Except for logs remanufactured as part of the mill in-feed process 
immediately before processing, remanufactured products must be rebranded with the assigned timber sale brand 
and repainted with highway-yellow paint, unless other- wise agreed to in writing by Contracting Officer. For such 
remanufactured products, Contracting Officer may ap- prove use of a brand to be used exclusively as a catch 
brand, in lieu of the assigned timber sale brand. 

B6.85 Scaling Lost Products. The volume of lost products shall be determined by the best methods 
currently available, using data from the records for the period in which the loss occurred or the most applicable 
period if loss should occur substantially after cutting. In the absence of specific information indicating size or 
species of lost products, species distribution and volume for entire truckloads shall be assumed to be the same 
as the average volume Scaled per truck during the report period, and for individual products it shall be assumed 
that the volume and species were the average volume of the highest priced species Scaled during the report 
period. 

B6.851 Scaling Lost Sample Loads. If Scaling is being done by sampling loads of logs, Contractor 
shall present such sample loads for Scaling by Forest Service. If loads of logs selected to be sample Scaled are 
placed in the decks before they are Scaled, they will be considered as lost sample loads. It will be difficult, if not 
impossible, to determine the volume and species contained in such loads for payment purposes. Therefore, lost 
sample loads will be deemed to have a Scale volume and species composition equal to that of the highest value 
load Scaled during the sampling period, as established by Forest Service. If no sample loads were Scaled during 
the period, the Scale data for the high valued load will be taken from the most current preceding sampling period 
with Scale. Sample loads lost as a result of Forest Service actions shall be treated as non-Scaled loads. 

 
B6.86 Scale Reports. Forest Service shall pro- vide Contractor a copy of Forest Service scaler’s record, if 

requested in writing. 
B6.9 Records. Upon request, Contractor shall pro- vide access to appropriate annual records in Contractor’s 

books and accounts to enable Forest Service to obtain and analyze accurate operating costs and selling price data 
for appropriate use in appraising Federal timber. Operating cost and selling price data shall include that applicable 
for appraising timber obtained from Federal sources in or processed in the Region. Contractor shall provide access 
to such data on behalf of subsidiary enti- ties owned or controlled by Contractor to the extent they participate in 
harvesting, manufacturing, or marketing timber into products recognized in National Forest timber appraisals in the 
area. To a like extent, Contractor shall request in writing Contractor’s contractors and Subcon- tractors to make 
such data available to Forest Service. 

Information so obtained shall be treated as confiden- tial, as provided in regulations issued by the Secretary of 
Agriculture (7 CFR 1.12), and shall be available for review by parties from whom such data are obtained. 

 
 
B8.0—OTHER CONDITIONS  
 
B8.1 Title and Liability.  
 
B8.11 Title Passage. All right, title, and interest in and to any Included Timber shall remain in Forest Service until it has 
been cut, Scaled, removed from Sale Area, and paid for, at which time title shall vest in Contractor. For purposes of this 
Subsection, timber cut under cash deposit or payment guarantee under B4.3 shall be considered to have been paid for. 
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Title to any Included Timber that has been cut, Scaled, and paid for, but not removed from Sale Area by Contractor on 
or prior to Termination Date, shall remain in Forest Service.  
 
B8.12 Liability for Loss. If Included Timber is destroyed or damaged by an unexpected event that significantly changes 
the nature of Included Timber, such as fire, wind, flood, insects, disease, or similar cause, the party holding title shall 
bear the timber value loss resulting from such destruction or damage; except that such losses after removal of timber 
from Sale Area, but before Scaling, shall be borne by Contractor at Current Contract Rates and Required Deposits. 
Deterioration or loss of value of salvage timber is not an unexpected event, except for deterioration due to delay or 
interruption that qualifies for Contract Term Adjustment or under B8.33. In the event Included Timber to which Forest 
Service holds title is destroyed, Contractor will not be obligated to remove and pay for such timber. In the event Included 
Timber to which Forest Service holds title is damaged, Contracting Officer shall make an appraisal to determine for 
each species the difference between the appraised unit value of Included Timber immediately prior to the value loss 
and the appraised unit value of timber after the loss. Current Contract Rates in effect at the time of the value loss shall 
be adjusted by differences to become the redetermined rates. There shall be no obligation for Forest Service to supply, 
or for Contractor to accept and pay for, other timber in lieu of that destroyed or damaged. This Subsection shall not be 
construed to relieve either party of liability for negligence.  
 
 
Limited Liability for Operations Fires.   

Maximum Amount of Contractor’s Obligation per Operation's Fire.  Entry should be determined as follows 
and rounded up to the nearest $100.  The minimum amount will be $1,000.00.  If State statute or law de-
fines limited liability, use that determination (e.g. Oregon), otherwise calculate the amount using the fol-
lowing formula: 

[(1) x (2) + (3) x (4)] x (5) = Maximum Amount of Cooperator’s Obligation per Operations Fire.  Round 
up to the next $100. 

(1) Equals the number of workers normally required to operate the size of proposed project. 
__________ Workers 
 (2) Equals the daily (12 hour) wage rate for semi-skilled (AD-1) firefighter. 
$________/Hr. x 12 hours = $__________ 
(3) Equals the number of pieces of equipment normally required to operate the size of proposed 

project that can effectively cut and clear fire lines. 
__________ Pieces of equipment 
(4) Average daily rate for each piece of equipment, including cost of operator, from current local 

engineering cost guide. 
$________/Hr. x 12 hours = $__________/12hr. 
(5) Equals the number of days normally required to control and mop up such fires to a point 

where control lines can reasonably be expected to hold under foreseeable conditions.  Mini-
mum is one day and maximum is 10. 

__________days 
 
Cooperator’s Obligation per Operations Fire,  

Maximum  
Amount:  $ 

  

 
B8.341 Termination by Forest Service. 
(e) The Chief or the Chief’s designee may unilaterally terminate this contract, in whole or in part, for any of the reasons 

set forth in paragraph (a) of B8.33. 
(e) Contractor’s compensation for termination of this contract under this Item shall be: 

(iii) refund or release of advanced deposits for timber cut but not removed, 
(iii) reimbursement for Out-of-Pocket Expenses, 

and 
(iii) replacement timber under subparagraph (c), and/or liquidated damages under subparagraph (d); pro-

vided that liquidated damages shall be available if, and only if, after good faith efforts, the Parties (1) cannot locate 
replacement timber or agree upon the applicable stumpage price, or (2) the volume of deleted timber exceeds the 
volume of any replacement timber. 

(e) Subject to applicable laws, regulations and policies, Forest Service and Contractor shall make good 
faith efforts to identify replacement timber of similar volume, quality, access, and topography within Sale Area. If 
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suitable replacement timber cannot be located within Sale Area, the parties shall expand the search to the National 
Forest in which the Sale Area is located. Stumpage price shall be adjusted under B3.31 to account for differences 
between replacement timber and deleted timber. If Forest Service and Contractor agree upon suitable replacement 
timber and the applicable stumpage price, then this contract shall not terminate and instead shall be modified pur-
suant to 36 CFR 223.85(c) and shall remain in force with respect to such replacement timber and, in the case of 
partial termination, any remaining Included Timber. If the parties cannot agree on suitable replacement timber or 
the applicable stumpage price of such timber, either party may end the search and Contractor shall be compensated 
under subparagraph (d). 

(e) Forest Service shall pay as fixed, agreed, and liquidated damages an amount equivalent to 15 percent 
of the estimated delivered log value of the volume of timber not harvested due to the termination or partial termina-
tion. Estimated delivered log value and volume of timber not harvested shall be determined by the Contracting 
Officer as of Termination Date, using Forest Service methods in use as of the Termination Date. 

(e) In any instance of partial termination, in which the Forest Service deletes one or more cutting units from 
the Sale Area, Contractor’s sole and exclusive remedy with regard to remaining units shall be a rate redetermination 
pursuant to B3.31. Contractor shall be required to complete Contract Operations with regard to remaining units and 
any obligations pertaining to cessation of operations on deleted units, including without limit erosion control, brush 
disposal, and road maintenance. If Contractor fails to fulfill any such duty or obligation, then 

 
Contracting Officer may make deductions from compensation due Contractor, including without limit costs and 
expenses of completing such work. 

 
 
B8.5 Sale of Other Materials. Forest Service reserves the right to sell from Sale Area during the period of this contract 
any materials or products not subject to its terms, but shall not permit removal, possession, or use thereof that will 
materially interfere with Contractor’s Operations. Contractor shall not be obligated to do any work made necessary by 
the action of others. 
 
 
 
 
 

ROAD MAINTENCE T-SPECIFICATIONS 
Definitions 
 

Wherever the road maintenance specifications use the following terms (figure 1), the user shall interpret the intent and 
meaning as follows:  
 
Base course. Material used to reinforce subgrade or, as shown on drawings, placed on subgrade to distribute wheel 
loads. Base course usually consists of aggregate (treated or untreated). It serves as the immediate support for the 
surface course and may be built directly on subgrade if no subbase is called for. The requirements for building on sub-
grade are more stringent than for building with a subbase.  
 
Berm. A curb or dike constructed to prevent uncontrolled roadway runoff water from discharging onto fillslope.  
 
Bituminous. Of or containing bitumen.  
 
Borrow. Material taken from designated borrow sites.  
 
Crown, inslope, and outslope. The cross slope of the roadway, which aids in drainage and traffic maneuverability.  
 
Culvert. A conduit or passageway under a road or trail.  
 
Drainage dip. A dip in the roadway that intercepts and diverts surface water runoff. A drainage dip does not block the 
movement of traffic.  
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Drainage structure. A manufactured structure that controls the runoff of water from the roadway, including (but not 
limited to) overside drains, aprons, flumes, down drains, downpipes, and culverts.  
 
Lead-off ditch. A ditch used to transmit water from a drainage structure or drainage dip outlet to the natural drainage 
area. 
 
Maintenance activity. Items of work leading to the upkeep of a road within the right of way and necessary to sustain 
the road's anticipated traffic. 
 
Maintenance specifications. Specifications that detail conditions and requirements peculiar to the individual project 
in addition to requirements identified in the national specifications.  
 
Roadbed. The portion of a road between the intersection of subgrade and side slopes, excluding that portion of the 
ditch below subgrade. Roadbed consists of suitable native soil. It supports the base course and surface course.  
 
Roadside. A term denoting the area adjoining the outer edge of the roadway.  
 
Roadway. A term denoting the area consisting of the traveled way and shoulders. 
 
Shoulder. That portion of roadway contiguous with the traveled way for accommodation of stopped vehicles, for 
emergency use, and lateral support of base and surface course, if any.  
 
Slide. A concentrated deposit of soil, rock, and other debris from the cut slope, often extending onto the roadway, 
whether caused by mass land movement or accumulated raveling.  
 
Slump. A localized portion of the roadbed which has slipped or otherwise become lower than that of the adjacent 
roadbed and constitutes a hazard to traffic.  
 
Subbase. Consists of either compacted granular material (treated or untreated) or a compacted layer of treated soil. It 
may help protect the base course and surface course from intrusion of fine-grained roadbed soils, damage from frost, 
and accumulation of water in or below the pavement structure. The pavement structure consists of the subbase, base 
course, and surface coarse. 
 
Subgrade. Top surface of roadbed upon which subbase, base course, or surface course is constructed. For roads 
without subbase, base course, or surface course, that portion of roadbed prepared as the finished roadway. Subgrade 
consists of suitable native soil (treated or untreated). It serves as the top of the roadbed where the subbase or base 
course is constructed.  
 
Surface course. The material placed on the base course or subgrade to enhance traction, distribute concentrated 
wheel loads and resist abrasion and the effects of climate. Surface course may be referred to as surfacing. Surface 
course consists of an aggregate mixture that may include a binder (plastic fines or bituminous material). It must carry 
the traffic load, provide a smooth riding surface, and resist skidding and traffic wear while keeping water from pene-
trating into pavement structure.  
 
Traveled way. That portion of roadway, excluding shoulders, used for the movement of traffic.  
 
Turnouts. Short sections of traveled way constructed with additional width to allow for safe passing of traffic.  
 
Waterbar. A constructed feature in the roadbed that intercepts surface runoff and diverts the water off the roadway. A 
waterbar is not designed to be traversable by traffic. 
 
Water source. A place designated in individual projects for acquiring water for road maintenance purposes.  
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Figure 1—Road structure terms. 

T–801 Vegetation Removal—Roadway 
801.01 Description 
Work consists of removing fallen trees and snags that encroach within 5 feet of the roadway.  

801.02 Maintenance Requirements 
A. Deck portions of trees that meet utilization standards in AT2 along the roadside at locations that do not impair the 

traveled way or sight distance (agreed to in writing). 
B. Limb sub-merchantable material and cut it into lengths for handling. Scatter the material outside ditches and 

drainages, off the roadway and turnouts, or at staked locations. 
C. Do not leave woody debris and slash on the roadway or concentrations that may plug ditches, culverts, or drain-

age channels.  
D. Place residual root wads in an upright position out of the clearing limits. 

T–802 Vegetation Removal—Roadside 
802.01 Description 
Work consists of cutting and disposing of vegetation that reduces the operational capability of the road, including com-
promised visibility of signing, gates, or approach railings on bridges. Work also includes removing vegetation for the 
purpose of restoring site distance to an acceptable level. 

802.02 Maintenance Requirements 
A. Remove vegetative matter that reduces sight distance, impedes vehicular travel, or interferes with road mainte-

nance operations (such as surface blading, ditch and culvert cleaning, and bridge deck and curb cleaning) to a 
maximum height of 6 inches and a minimum of 5 feet outside of the roadway. 

B. No need to remove low shrubs and brush which do not restrict sight distance and do not impede road mainte-
nance if the road surface can be adequately maintained without doing so. This is not applicable to bridge sites. 

C. For bridge sites, remove roadway vegetation within a minimum of 20 feet from abutments as measured along the 
center line of the road. Cut vegetation to provide a vertical clearance of 14 feet from the road and bridge surface 
elevation by trimming any encumbering tree limbs. 
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D. Do not leave woody debris and slash on the roadway or concentrations which may plug ditches, culverts, or drain-
age channels.  

 
T–803 Pavement Cleaning 

803.01 Description 
Work consists of removing loose material from paved traveled ways, paved shoulders, and paved turnouts. 

803.02 Maintenance Requirements 
A. Clean the surface to the extents of the existing pavement without obstructing surface drainage.  
B. Move materials away from the road centerline on double-lane roads. 
C. When paved road structure includes aggregate lateral support, pavement cleaning shall leave (as much as practi-

cable) the aggregate in its original form and assure support material is not adversely affected. 

803.03 Equipment 
A. Equipment shall have the capability of removing all loose material from paved surfaces without damage to the 

surface. Surface damage includes but is not limited to: 
a. Divots in the paved surface 
b. Peeling of surface material 
c. Cracking or breaking pavement edges  

B. Use of hydraulic flushing equipment will not be permitted within a horizontal distance of _________ from a live 
stream, unless approved by the Forest Service. 

T–804 Bridge Deck and Curb Cleaning 
 

804.01 Description 
Work consists of cleaning bridge decks and curbs.   

804.02 Maintenance Requirements 
A. Maintain bridges and associated components as identified on the sale area map and F.AT7a. 
B. Bridge deck and curbs. 

a. Remove debris and sediment from the bridge deck, running planks, and the top and roadside face of the 
curbs. Ensure that all scuppers and drainage openings on the bridge are clear and operating as intended. 

b. Do not allow debris and sediment to enter the stream or stream channel.  
c. Haul sediment and other debris to a disposal area designated by the Forest Service in accordance with 

Section T–806 Slump Removal and Slump Repair. 
C. Vegetation removal. 

a. Remove and dispose of vegetation at the bridge in accordance with T–802 Vegetation Removal.  

T–805 Road Grading 
805.01 Description 
Work consists of keeping a native or aggregate roadbed in a condition that facilitates traffic and provides proper drain-
age. It includes maintaining the crown, inslope, outslope or drainage dips of the traveled way; maintaining turnouts 
and shoulders; repairing berms; and blending approach road intersections. 

805.02 Maintenance 
A. Road grading shall be performed as often as necessary to facilitate safe use and proper drainage. 
B. Road grading shall preserve the existing cross-section. Surface irregularities shall be eliminated and the surface 

left in a free-draining state and to a smoothness needed to facilitate traffic. On aggregate-surfaced roads, thor-
oughly loosen surfacing material to no less than a 2-inch depth or the depth of defects. Scarification to facilitate 
cutting to the full depth of potholes or corrugations may be elected but will be considered incidental to blading. Do 
not scarify to a depth that will cause contamination of the surfacing. Surface material that has been displaced to 
the shoulders or turnouts shall be returned to the traveled way. A grading pattern shall be established to retain 
surface material on the roadbed and to provide for a thorough mixing of the materials within the completed sur-
face width. 

C. Unless otherwise shown in table 2, compaction of the traveled ways will be accomplished using compaction 
method A and will commence immediately following blading.  

a. Compaction method A: adjust the moisture content of the material to a content suitable for compaction. 
Fill the interstices around rock with earth or other fine material, as practical. Operate hauling and spread-
ing equipment uniformly over the full width of each layer until there is no visible evidence of further con-
solidation.  



Exhibit F: Timber Removal & Road Maintenance 
 

25 | P a g e  
ESCCRP Shady Rest – Forest Health 2026 Project 

b. Compaction method B: operate a 7- to 10-ton pneumatic, steel, or equivalent vibratory roller to cover the 
full width three times. Adjust the moisture content of the material to a moisture content suitable for com-
paction. Fill the interstices around rock with earth or other fine material, as practical.  

D. Smooth blading may be used as an interim measure on aggregate-surfaced roads to remove loose surfacing ma-
terial from the wheel paths. Store removed materials in a recoverable windrow until blade processing (as de-
scribed above) is feasible. Watering is not required for smooth blading. Accomplish smooth blading without dis-
torting the existing cross-slope or crown of the traveled way. 

E. Move and store loose surfacing materials on the high side of super-elevated curves and sections with uniform 
inslope or outslope. In crowned sections, store the material on either or both sides, as elected. Windrow and 
place stored materials to provide not less than 12 feet of smooth traveled way on one-lane segments, or 20 feet of 
smooth traveled way on two-lane segments or segments with turnouts. Place holes through windrows for drain-
age every 500 feet or less to provide drainage. 

F. Water, taken from water sources designated on the sale area map, shall be applied during blading if sufficient 
moisture is not present to cut, mix, or compact the surface material. 

G. On native-surfaced roads, material generated under other maintenance specifications may be blended with the 
surface material being worked. On aggregate surfaced roads this material shall not be blended with surface or 
base course material unless otherwise agreed. 

H. Roadway cut slopes or berms shall not be undercut, nor shall new berms be established unless otherwise agreed. 
I. Berms shall be repaired by placing material, as needed to restore the berm, to reasonably blend with existing line, 

grade, and cross-section. 
J. Drainage dips shall be cleaned and maintained to reasonably blend with existing line, grade, and cross-section. 

Lead-off ditches shall be maintained in accordance with T-810 Ditch Maintenance. 
K. Intersecting road junctions that are not closed or restricted from vehicular use shall be bladed to assure proper 

blending of the two riding surfaces.  
L. Rocks or other material remaining on the traveled way after the final pass that are larger than 4 inches in diameter 

or are larger than the maximum size of imported surfacing shall be removed. Unless otherwise designated by the 
Forest Service, the oversized material shall be removed and placed outside the roadway; do not obstruct drain-
age ways or structures. Placement into streams, lakes, or water courses will not be permitted. 

M. Material resulting from work under this specification shall not remain on or in structures, such as culverts, over-
side drains, cattleguards, ditches, and drainage dips. 

N. Material resulting from work under this specification, plus any accumulated debris, shall be removed from bridge 
decks and the deck drains opened. 

T–806 Slide Removal and Slump Repair 
806.01 Description  
Work includes excavating, loading, hauling, placing, and compacting waste or replacement material. Work under T–
806 is work that cannot be handled by a motor grader during T–805 Road Grading or T–810 Ditch Maintenance. 

806.02 Maintenance Requirements 
A. Slide material, including soil, rock, and vegetative matter that encroaches into the roadway shall be removed. The 

slope which contributed the slide material shall be reshaped as practicable to reduce future sliding, as agreed to 
with the Forest Service. Slide material on the fill slope and below the roadway will not be removed unless needed 
for slope stability or to protect adjacent resources. 

a. Surface and base courses shall not be excavated during T–806 Slide Removal operations. 
b. Slide material which cannot be used for other beneficial purposes shall be placed at disposal sites shown 

on the sale area map or designated by the Forest Service. Compact material shall be placed in disposal 
sites only if required by the Forest Service. 

B. Material for slump repair is from agreed upon borrow sites, placed in layers no more than 12-inches thick, and 
compacted in accordance with T–805 method A or other methods approved by the Forest Service.  

a. Existing aggregate surfacing shall be salvaged when practical and replaced after depressions have been 
filled. 

b. Damaged aggregate base, aggregate surfacing, and bituminous pavement shall be repaired under T–807 
Surface Repair (Bituminous) and T–808 Surfacing Repairs. 

c. Following slide removal, the roadway shall be shaped to reasonably conform to its original cross-section. 
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T–807 Surface Repair (Bituminous) 
807.01 Description 
Work consists of bituminous surface repair and includes repairing potholes or small, failed areas within the roadway. 
Includes preparing the area, furnishing, hauling, and placing all materials, and other work necessary for repairing the 
bituminous surface within the traveled way. 

807.02 Maintenance Requirements 
A. Unless otherwise specified, the Contractor is responsible for furnishing all needed material to complete the 

work. Bituminous product mix type shall be hot mix, unless otherwise specified.  
B. The Forest Service will mark the areas to receive bituminous surface repairs on the road surface before the 

Contractor performs the work. 
C. Soft spots and potholes require the excavation of surface and base course material necessary to reach firm, 

suitable material. The minimum depth of excavation shall be 2 inches and the maximum depth shall be to the 
top of the subgrade. The edges of the prepared hole shall be extended to form a vertical face in unfractured 
asphalt surfacing. Shape shall be generally circular or square, dry, and cleared of all loose material. 

D. The prepared hole should be patched immediately or barricaded in accordance with the Manual on Uniform 
Traffic Control Devices (MUTCD) until patched. 

E. The faces of the hole shall be prepared by thoroughly applying emulsified asphalt tack coat.  
F. The bituminous mixture shall be placed in layers not to exceed a compacted depth of 2 inches. Each layer 

shall be compacted thoroughly with hand or mechanical tampers or rollers. Compaction shall not be accom-
plished using equipment wheels. 

G. The completed, compacted patch in the pothole shall be flush, with an allowable tolerance up to ½ inch above 
the level of the adjacent pavement. 

H. Skin patches required for surface sealing shall uniformly distribute the bituminous mixture with feathered 
edges in even layers.   

I. Damaged segments of asphalt berm shall be removed and the exposed ends beveled at 45 degrees from 
vertical. The berm foundation shall be cleaned and patched as necessary. The foundation and adjoining sur-
faces shall be prepared by thoroughly applying emulsified asphalt tack coat. Asphalt mix shall be placed and 
compacted to conform to the shape and alignment of the undamaged segment. 

J. Unsuitable material shall be disposed of only at locations designated by the Forest Service or as shown on 
the sale area map.  

T–808 Surface Repair (Aggregate/Native) 
808.01 Description 
Work consists of repairing potholes, minor washouts, and soft areas on aggregate- or native-surfaced roads. Includes 
preparing the area; removing unsuitable material; furnishing, hauling, and placing all materials; and other work neces-
sary to make the repair and blend into the adjacent surface section to provide a uniform cross section.  

808.02 Maintenance Requirements 
Table 4 identifies material sources. 
Prepare the area as approved by the Forest Service. Soft spots on native- or aggregate-surfaced roads shall be re-
paired by placing the imported material on top of the soft spot in layers until a firm surface is produced, as evident by 
no surface deflection under normal operating loads. Repair material shall be uniformly distributed in layers not to ex-
ceed 6 inches compacted depth. Ensure adequate moisture. Material placement shall not cause surface irregularities 
and shall preserve the existing cross section. 
Unsuitable material shall be disposed of at locations designated by the Forest Service or shown on the sale area map. 
Material provided shall be certified weed-free. 

T–809 Dust Abatement 
809.01 Description 
Work consists of preparing the traveled way and furnishing and applying materials to abate dust. 

809.02 Material 
A. A dust abatement plan must be agreed on before hauling on roads that require dust abatement. The plan must 

include the type of dust abatement material to use (if used), the rates of application, and the frequency of applica-
tions.  

B. The sale area map designates the locations of approved water sources. The Forest Service may approve alter-
nate water sources.  

C. Dust abatement materials shall meet the following requirements: 
a. Magnesium chloride liquid—ASTM D 1298, Type S, 28 percent min. by mass, specific gravity 1.29 to 1.33 
b. Calcium chloride liquid—AASHTO M 144, Type L, 35 percent min. by mass 
c. Calcium chloride flake—AASHTO M 144, Type S Grades 1, 2, or 3, Class A 
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d. Lignosulfonate liquid—Dry solids 50 percent, specific gravity 1.20 min. (ASTM D1475), pH (ASTM E70 
3.0 to 8.0) 

D. Certification of magnesium or calcium chloride brine, calcium chloride flake, and lignosulfonate liquid shall be in 
accordance with the concentrations listed above.  

809.03 Maintenance Requirements 
A. Dust abatement materials shall be applied to the road surface as necessary to control road surface loss, provide 

for road user safety, and minimize damage to adjacent resources. 
B. The traveled way shall be prepared and finished in accordance with the manufacturer’s requirements or recom-

mendations.  
C. Dust abatement materials other than water shall be applied within tolerances specified by the manufacturer. 
D. Dust abatement materials shall not be applied when it is raining. Lignosulfonate and magnesium chloride shall be 

applied when the atmospheric temperature is 40 °F or above. 
E. The designated water sources may require some work before use. Such work may include cleaning ponded ar-

eas, installing temporary weirs or sandbags, pump installation, or other items appropriate to the Contractor's oper-
ations. Water source preparation requires contracting officer approval before use. 

T–810 Ditch Maintenance 
810.01 Description 
Work consists of routine maintenance to provide unobstructed drainage for various types of ditches. 

810.02 Maintenance Requirements 
A. Maintain existing ditches by removing rock, soil, wood, and other materials to provide unobstructed flow. 
B. Do not undercut backslopes during ditch maintenance operations. 
C. Remove suitable material up to 4 inches in greatest dimension from the ditches and blend it into the existing na-

tive road surface and shoulder or place it in a designated berm. 
D. Do not blend material from ditch cleaning operations into aggregate surfaced roads. Do not blade material across 

bituminous surfaced roads, unless approved in writing by the Forest Service. 
E. Dispose of excess material which cannot be used for other beneficial purposes at disposal sites shown on the 

sale area map or at sites designated by the Forest Service. Material placed in disposal sites does not require 
compaction, unless required by the Forest Service. 

F. Remove limbs and wood chunks that exceed 12 inches in length or 3 inches in diameter from ditches and place 
outside the roadway. 

G. Clean paved surfaces of all materials resulting from ditch maintenance work. 
H. Shape lead-off ditches to drain away from the traveled way. 

T–811 Drainage Structures 
811.01 Description 
Work consists of maintaining drainage structures such as culverts, armored crossings, surface water deflectors, inlet 
and outlet channels, related ditches, existing riprap, trash racks, and drop inlets. This includes overside drains and 
cattleguards that function as drainage structures.  

811.02 Maintenance Requirements 
A. Drainage structures and related items shall be cleared of all foreign material that has been deposited above the 

bottom of the structure and all vegetative growth that interferes with the flow pattern.  
B. Culvert inlets and outlets shall be cleaned a minimum of 3 feet, as measured along the invert, unless otherwise 

directed by the Forest Service. 
a. Recondition culvert inlets and outlets by field methods such as jacking out or cutting away damaged 

metal that obstructs water flow. Treat cut metal edges with a zinc-rich coating, according to AASHTO M 
36 and ASTM A849. 

b. Clean catch basins by removing the material within the basin floor to conform to the original grade from 
the invert and shape the basin to reasonably match the original catch basin cutslope. 

c. Clean the inlet channel transition from the drainage ditch to the catch basin and outlet ditches a minimum 
of 10 feet, or a sufficient distance to allow free drainage of water. 

C. Ditches shall be cleaned to conform to previous line, grade, and cross section for positive drainage.  
D. Drainage dip maintenance consists of cleaning existing dips on native- and aggregate-surfaced roads. Drainage 

dips shall be shaped to a depth and width to provide positive drainage and to reasonably conform to the original 
lines, grades, and cross sections, unless otherwise agreed upon. Lead-off ditches shall be cleaned a minimum of 
10 feet from the drainage dip. 

E. Riprap shall be maintained in good condition, including the replacement of riprap, if necessary, to previous line, 
grade, and cross section. 
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F. Headwalls, aprons, inlet assemblies, overside drains, riprap, geotextiles, trash racks, and other facilities related to 
the drainage structure shall be maintained to ensure proper function. 

G. Material removed, if suitable, may be blended into existing native road surfaces or shoulders. On aggregate sur-
face roads, care must be taken to ensure the material is not mixed into the existing aggregate. Haul unsuitable 
material to a disposal area designated by the Forest Service in accordance with Section T–806, or as otherwise 
agreed. Side casting into streams, lakes, or watercourses is not permitted. 

T–812 Miscellaneous Structures 
812.01 Description 
Work consists of maintaining miscellaneous structures—including cattleguards, gates, and other similar, previously 
installed structures—to ensure safe and efficient operation of the road. 

812.03 Maintenance Requirements 
A. Cattleguards.  

a. Loose rail or wing elements shall be straightened and welded or bolted back in place.  
b. Excess material carried into the cattleguard shall be removed when drainage is blocked or when it 

reaches 6 inches from the bottom of the cattleguard frame. Drainage into and from the cattleguard shall 
be kept open according to T–811 Drainage Structures. 

B. Gates.  
a. Gates shall be kept in good repair and made to swing easily. Hinges or latches shall be repaired if not 

operating properly and hinges shall be oiled. Vegetation and debris shall be removed from within the 
swinging radius according to T–802 Vegetation Removal—Roadside. 

b. Loose wire gate ends and internal stays shall be maintained in good condition. Gate wire shall be main-
tained as necessary to ensure proper operation of the gate both as a vehicular passageway and as a bar-
rier to cattle movement. 

C. Other miscellaneous structures shall be maintained as needed to ensure safe and efficient operation of the road.  

T–813 Waterbar 
813.01 Description 
Work consists of restoring waterbars in the roadbed.  

813.02 Maintenance Requirements 
A. Waterbars shall be restored in accordance with figure 2. 
B. All material excavated shall be used in the restoration of the waterbar. Berm material shall be compacted by oper-

ating heavy equipment over the entire length and width of the berm. 
C. Waterbars may need to be restored between seasons of use and then removed when haul is resumed. Waterbar 

restoration may also be required when use of a road is complete.  
D. Waterbar restorations shall be as agreed upon in the Contractor’s plan of operations or as directed by the Forest 

Service.  
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            Figure 2—A waterbar (typical). 

T–814 Closure Devices 
814.01 Description 
Work consists of furnishing, installing, or removing barriers to facilitate road closures. Gates are not included.  

814.02 Maintenance Requirements 
A. Barriers shall be removed or installed in accordance with table 6, or as otherwise provided by the Forest Service.  
B. Earthen barriers shall be installed such that excavation areas drain, ditch lines do not impede flow, and as indi-

cated in figure 3.  
C. Other barrier types shall be installed as directed by the Forest Service.  
D. The sale area map or stakes on the ground show the location of barriers to be removed or installed. 
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     Figure 3—An earthen barrier. 
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